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DELUXE GUARD PLATES
Additional Security For Mortise and Tubular
Deadbolts. Completely Cavers Lock and Provides
an Exira Defensive Barrier. Guard Plates Are
Thru-Bolted For Extra Security

~N TN 0
o)) o
4 mocEL {‘ MODEL’ F-MODEL' [ MODEL ’,'
203 - 208 7 [~ 209

3/16" | 5/16" )

RIM LOCK CYLINDER GUARD

3/32" steel guard plate completely covers rim
cyfinder leaving only a 13/16” hole for the key.
Overall size is 3" x 5 7/8". Model 100 is a flat

BE ST
MODEL 100

LATCH GUARD PROTECTOR

Heavy gauge steel latch protector covers the strike
area. For use an cylindrical and mortise style Jocks,
Overall size is 3" x 11". Complete with mounting
hardware,

— | — — P/N Rise | Finish Price
| P/N H F ]
i Jole | Hiss || Finish e MJ100A | Flat | Aluminum | 8.50
Diamoler MJ100D | Flat | Ouranodic | 8.50
MJ200A | 13/16° | Flat | Aluminum | 11.50 TR /‘: = AI”f-aDi"-- i =
MJ2000 [13/16" | Flat | Duranodic | 11.50 TR T [T [
MJ203A |13/16° | 3/16 | Auminum | 11.50| | U aranade L% PN Finish Price
MJ203D | 13/16" | 3/16" | Duranodic | 11.50 JAMB PIN MJ390A | Aluminum Powdercoat | 19.00
MJ205A | 13/16" §/16" | Aluminum 11.50 Jamb pinforadded MJ390D Duranodic Powdercoat | 19.00
MJ20a0 | 13/16" | 516" | Duranodic | 11.50 security an hinge ™
MJ2074A | 13/16" 7/i6° | Alumingm | 11.50 side of door. Toin-
MI207D [13/16" | 7/16" | Duranodic | 11.50]  |Stalldrilaifiale ARG ECNS _ '
MJ209A | 13/1 5 91 ﬁ Alurinum | 11.50 frame ard secure with mounting screws (sup- fsrg?r?gar:ﬁmh?nvgee?g; gﬁg ?::)Qgc:%m
M.J209D | 13/16 916" | Duranodic | 11.50 plied). Drill a 1/2" hole in the door to receive |- = C ' 2 “amb pin i
MJ210A | Riser Plate. Reversible-1/4"or 1/2°] 15.50 pin and nstallation is complete. prop :
MJ210D | Riser Plate. Reversible-1/4"or 1/2'] 15.50 Packed 2/bag with fasteners. MJJP-10 Residential hinges using #10 screw,  4.50
Mounting Hardware Included. MJJP-22 1 pair of jamb pins 9.50 MJJP-12 Cemmercial hinges using #12 screws.  4.50
SUPER STRIKES
The use of Super Strikes is an easy way ta add more
security to an existing fock or repair a damaged strike
area. All sirikes are supplied with longer than normal
screws to reach the solid stud area hehind the door jamb.
MJSS-610C  Re-inforcing plate for electric strikes in wood frames.
Will fit Trine 001 and similar size strikes. 10" x 2" chrome
19.00 finish, Supplied with fasteners.
MJISS-620B  Designed for mortise locksets. Brass plated. 10" x 1 3/4"
MJSS-620C Designed for mortise locksets. Chrome plated. 10° x 1 34"
8.50 Supplied with {asteners,
MJSS630B  Designed for tubular deadbolt locks. Brass plated. &' x 1",
MJSSE30C  Designed for tubular deadbolt locks. Chrome plated. 6°x 1"
7.00 Supplied with fasteners.
L
MJSS640B  Lip sfrike designed for key-in-knob iocks. Brass plated. 6" x 1". -
MJISS640C  Lip strike designad for key-in-knob locks. Chrome plated. 6" x 1°.
7.00 Supplied with fasteners. 55610
MJSS-660B  Reinforcing plate designed for jimmyproof deadlocks.
7 8/8" x 1 3/8". Brass plated. Shown with brackets, but not
9.00 incfuded,. Supplied with fasteners.
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KEE-BLOCK

MJAZ200KA or KD Levers 57.50

BLOCKS ALL
EXISTING KEYS TO A
KNOB-LOCK IN SECONDS!

NEW ADDED FEATURE!
FITS OVER PADLOCKS TO
BLOCK OUT EXISTING KEYS!

Portable! Light! Strong!

FITS 90% OF ALL KEY-IN AND KNOB LOCKS.

ALSD FITS 80% OF ALL PADLOGCKS.

PREVENTS ENTRY OF ANY EXISTING KEYS.
PORTABLE FITS THE PALM OF YOUR HAND.

ADDED PROTECTEON! A NEW LOCK IN JUST SECONDS.
AVAILABLE “KEYED ALIKE" AND “KEYED DIFFERENT.”
HIGH STRENGTH ALUMINUM ALLOY-SOLID BRASS
CYLINDER, SILVER POWDER FINISH.

Packed 50/case

MJATO0KA or KD Knobs 45,50

2" DIAMETER CYLINDER GUARD

CYLINDER ACCESSORY KIT

* Free spinning, tapered cone shape CYLINDER COLLARS

* Resistant to channel locks, vise grips, pipe wrenches

+ Tough, hardened steel for durability . X .

« \Wave washer supplied to eliminate sloppiness ¢ The GAK-15 a cylinder acces-
of installation 11/64" sery kit that contains an assert-

Fiﬂ Finish Price ment of popular hardened cyl-

; : inder guards, plus cylinder col-
MJCG2-B Econo Brass 12.50 lars moulded from an "Engi-
MJCG2-C Econo Chrome 12.50 neered Plastic'.

MJCG2-10 Satin Bronze 24.50 )

MJGG2-10B | Oil Rubbed Bronze | 24.50 S Below are listed ali the compo-
MJCG2-26 | Polished Chrome | 24.50 ouasens “g'ctgmfgnghcﬁogg and their re-
MJCG2-260 | Satin Chrome 24.50 B " MICAK-15
MJCG2-3 Polished Brass | 24.50 :
MJCG2-4__| Satin Brass 24.50 13350
CYLINDER GARD

FORMS A CONE OF HARDENED

STEEL PROTECGTION FOR RIM

& MORTISE CYLINDERS COLLARS (Package of 6)

* Free-spinning, tapered cone shape P/N Thickness | _ Finish Relail/6 Pack
. RE_SIS[ant to channel IOCkS, VISE-QrIps, MJCCA-332 | a/a0" Alyminum 10.00
pipe wrenches, etc. = -
« Tough, hardened steel for durability MJCCA-532 | 5/32 Aluminum 10.00
« Wave washer supplied to eliminate MJCCA-732| 7/32" Aluminum 10.00
sloppiness of installation MJCCA-932 | 9/32" Aluminum 10.00
» Available in various finishes MJCCB-332 | 3/32" Brass 10.00
PN Thickness | Finish Pack | Relail Price MJCCB-532 | 5/32° Brass 10.00
MJICGAS | 44 Aluminum 5 30,50/5 Pack MJCCB-732 | 7732 Brass 10.00
MJCGD-5 | 44 Duranodic 5 30.50/5 Pack MJCCB-332 | 9/32 Brass 10.00
MJCG10B | 44 0il Rubbed Bronze| 1 17.50 MJCCD-332 | 3/32" Duranodic 10.00
MJCG26 | 44 Polished Chrome | 1 16.50 MJGCD-532 1 5/52 Duranodic 10.00
MJEG26D 44 Satin Chrome 1 15.50 MJCCD-732| 7/32* Duranodic 10._00
MICE3 | 44 Polished Brass | 1 15,50 MJLCD-932) 8/32° Quranggic 100
MJWW-10 | Wave Washer 10 8.30/10 Pack
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LOCK MOUNTING BRACKETS MJLMB-01
LVIB - 01

The LMB-01 will
fmake instaling cy- ]
lindrical knah locks. i
ordeadboltsonmetal e g
i
H

doars now fastar and L]
easier then ever, oo
The LMHB-01 meunting B
bracket is starmped from 12 g
gauge cold rolied steel for
strength, installed with pop-ivets o [ G L
for conveniance, and supplisd with
an adhesive template lor accuracy.
The LMB-01 mounting bracket is also iy
cut ou In the centter to aliow installations
on matal doors with a center seam The
termnplate is marked for 17 and 1=1/8" facapiate
culauts a5 wal as for bracket mourting holes and center »
dnas to locata the crossbons. LMB-01 Is supplied complete =3 ¥ ©
with tamplate and steel pop-rivets

“LwviB - 02

“THE ALUMINUM DCOR JAME REINFORCER”

STRIKE /.

Used 1o repair an aluminum - -
doorjamb that has been dam- :_-:\‘:-ﬁ
aged due to a break-in, or to /%
reinforce ajamb as extrapro- ##%
tection against forced entry. .z
: "

Easily installec by drilling six 7/
No. 20 holesinthe doorframe =71
and using the steel pop rivets =%
supplied with the strike. 4
4
14 gauge cold rolled steel, //
approximately 5/64 thick, .
2 1516"Wx8"L

Gomes with CGA ar CGD Cylinder Guard.

MJSGA1 Aluminum 20.50
MJSGD1 Duronedic 20.50

=

SAFE DOOR HINGE SHIM KIT
.—--"-wfu-‘u“- '

Contains 10 each of 9 different sizes of precision brass
hinge shims. Used to shim worn safe hinges in order
to raise a safe door hack to the proper height.

MJHSK-10

75%

./ @ designed to be used on metal doors
~ withorwithouta cenler seam, Stamped
lirorm the same 12 gauga cokd rolled steel
& a5 the LMB-01 and aiso mounted with pop
rivets for ease of Installabon. The maounting
holes are comectly tapped 12-24 ta accommo-
date gxisting mortisalock screws Suppled bythe
manudacturer LMB-02 canbe used with Sehiage,
v\\‘*/ mortisa locks. LMB-02 is supplied complete with steel
@ pop-rivels.
GARAGE BLOK
« 5/8" hardened stee! locking
bolt
shield
= 3/16" steel housing-zinc
chromate plated
* Tough,heavy 2 Ib. armored
housing

The LMB-0Z Mortlas lock brackel s
Corbin /Ausswin, Yals, Adams-Rie, and similar
= Shrouded padlock
= Can be locked in open bolt

bolt position
» Anchored by 5/16" carriage holts
MJAS00L Left hand 44.50
MJAS00R Right hand 44.50

KEYING TOOL FOR MASTER “UP* SERIES

Keying Tool for Master Lock “UP™ Seriss Uncoded
Padlocks .

Punch tool to set
up the cylinder of a
an uncoded “UP" \F e

padliock with the
use of a hmmer. 5650

“OCTAPGD" SURFACE
MOUNTED DEADBOLT

+ Can be used on narrow stile
doors and frames with a frame
width of only 1 5/8°.

* Lock housing will accept a std.
1 1/8" mortise cylinder {nof ing-
luded) enabling It fo be keyed to
other locks in a sysfem,

« Equipped with a 9"
long lacking bolt with
a2 3/8" throw as sid.

-1: Regular mortise

-2: Medeco mortise

SAFE DEPOSIT LOCK NOSE PULLER
COMPACT MAGNUM PULLER

Machined from bar steel. Uses roller bearings fo re-
duce effort. 5" long closed, 1 1/8" diameter.

MJCMP-101

19100

P/N ingth| Finish Price
MJ5062-1-9A 9" | Alum.Powderceat| 56.50
| MJ5002-1-9B 9" | Brass 100.50
MJ5602-1-9C ¢' | Chrome 100.50
MJ5002-1-8D 9" | Dura Powdercoat | 56.50

MJ5002-1-9W | 9" | White Powdercoalf 56.50

| MJ5002-2-9A 9" | Alum.Powdercoat| 66.50

MJ5002-40RDZ; 40° | Zinc Plate 60.50

LOCKSMITH SCREW ASSORTMENT

An assortment containing 18 of the most commonly
used and misplaced screws that are required when
servicing locks. The LSA-1 kit containg mortise cylin-
der camsecrews, cylinder set screws, face plate screws
and others that can be missing or lestwhen on the job.
Also included are the allen wrenches needed for the
alien screws used in the kit. A handy assortment that
will pay for itself thefirst {ime thaf it is used. Refills are
available in packs of 10.

MJLSA-1

72%
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DOOR ARMOR
11/2" guard
3" guard projection projection

)

260

250

New lock guard is designed to protect agains pipe
wrench and beating attacks. The base plate measures
3 1/2" square and has an inner diameter of 2 11/16",

Four 1/4" carriage belts bolts are supplied for mount-
ing on doors up to 1 3/4" thick. Fnish is an exterior
silver powdercoat. Locks nol included

MJ250 MJ260

370 37%0

AGS5 ALUMA-GUARD

The new Alum-Guard is de-
signed to protect aluminum
framed, glass, storefront doors.
[t forms a shield that will pro-
tect both the laich area from
aftackandthelockcylinder from
wrenching. The AG-5 is formed
from cold rolled steel. Mount-
ing is easy with one carriage
boit in the top and a drive rivet
in the bottom and can be in-
stailed with the lock still in the
door.

6 1/2"H x 3 1/2" W x 7/64" Thick

CYLINDER CAPPING TOOLS

€CT-100 CCT-200

Cylinders nof included

Don‘'t have three hands? Then use these cylinder
capping tools when keying Corbin/Russwin IG's or
Sargent removable cores.

Oncethe cylinder is loaded, place the brass cover strip
an top. The spring loaded top plate wili hold everything
in place while all keys are checked. If everylhing is
correct, just tap the plate with a mallet to secure it in
place.

MJECT-100
MJCGCT-200

281.00
281.00

Corbin/Russwin iC
Sargent Removable
Cores

HIT-48 SERIES - Carbide Tipped Hole
Saws (Not For Use on Steel)

MJHIT-48-100: Three tooth 1" diameter carbide tipped
hole saw designed for wood and fibergiass doars.
Requires 2 mandrel with a longer than normal pilot bit.
Use mandrel HIT-48-310. 22.50

MJHIT-48-114: Three tooth 1 1/4" diameter carbide
tipped hole saw designed for wood and fiberglass
doors, Requires a mandrel with a longer than normal
pifat bit. Use mandrel HIT-48-320. 25.00

JAMB JACKET - DOOR
JAMB REINFORGER

« Repairs and covers dam-
aged and splitout door
jambs without the ex-
pense of replacing the
whole jamb

* Adds reinforcement to
healthy undamaged jambs
far additional security

* 72" length can be used to
protect docr jamb from
cart and gurney damage

* Finished in beige
powdercoat finish for du-
rability {paintable)

=« "Jamb Jacket" is recessed
to accomotdate T-strike

\

= Available in 24", 36" and
72" lengths for 1 3/8" and
1 3/4" doors. Supplied
with strike plate & screws
= "Econo Gard" is available /
in 16" tengths only &

is not recessed fo
accomodate T- 4
strike. Packaged /

MJAGS-A  Aluminum Powdercoat 15.4G0 MJHIT-48-138: Three tooth 1 3/8" diameter carbide with mounting
MJAG5-D  Duranodic Powdercoat ~ 15.00 tipped hole saw designed for wood and fiberglass SCIeWS.
doors. Requires a mandref with a longer than normal
HIT-24 STEEL DOOR STRIKE LOCATOR | pijo: bit, Use mandrel HIT-48-320.  27.08
After installing a lock in a steel door, you need an easy
way to locate the strike plate. Just install the HIT-24 | MJHIT-48-112: Three tooth 1 1/2™ diameter carbide
locator in the latch hole and use the 1/4" transfer tool | tipped tole saw designed for wood and fiberglass
o mark the exact location. This focator makes the job | doors. Requires a mandrel with a longer than normal
accurate, fast and sasy. An ideaf companion te the PIT | pilot bit. Use mandrel HIT-48-320. 29,50
BULL latch forming tocl. P/N Length Dosr Thek| Price
MJHIT-48-218; Three tooth 2 1/8" diameter carbide | | MJJJE-138-16 | 18" 13/8" 34.50
tipped hole saw designed for wood and fiberglass | | MJJJE-134-16 | 18" 13/4" 34.50
doors. Requires a mandrel with & longer than normal MJ1IL-138-24 | 24" 13/8" 39.50
pilot bit. Lise mandrel HIT-48-320, 37.50 MIJIL138-36 | 36 138 49.00
MJHIT-48-300: Replacement 1/4" digmeter pilot bit. | [MJJIL-138-72 | 72" 13/8"  |107.50
8.50 MJJJL-134-24 | 24" 13/4" 39.50
MJHIT-48-310: Mandrel for use with 1" diametar hole | | MJJJL-134-36 | 36" 1 .3/4" 44.50
MJHIT-24 S o MJJL13472 | 72° 134" [107.50
5900 HIT-48-320: Mandrel for use with 11/4"and larger hoie | MJJJB-134-24 | 24" Blank | 1 3/4" 38.50
SAWS. 43.00 MJJJB-134-36 | 36" Blank | 13/4" 44.50
389
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HIT-111 FOR RETROFITTING LEVER LOCKS

HIT-1is an all-purpose .
tool for those ADA-
mandated retrofits. [tis
a multi-purpose jig
usedto retrofit wocden
and metal doors 0 ac-
cept cylindrical lever
locks made by Schiage,
ASSA, Arrow, Sargent
and Gmnilock. Fits 1 3/
8"-2"doors, with astan-
dard 2 3/4" hackset. Fits
3 3/4" or 5" backset

MJHIT-111

HIT-13 LEVER LOCK INSTALLATION TOOL
For Sargent 6500, Marks 190/195, S.Parker XL7000 &
8000, Medeco Embassy 19 series, U.S. Lock Grade 2
lavars.

Fits 1 3/8" - 2" doors with 2 3/4"
backset, or 3 3/4“ and 5"
doors using HIT-BAK.

MJHIT-13

doors with opticna! , 50
dogsi i 3gge | 368
HIT-2 NUT DRIVER = HIT-20 NUT DRIVER for Corbin/Russwin,

Used on Schlage
Rhodes, ASSA Brook-
lyn, Arrow Sierra,
Sargent LN zand
Omnilocks. Providesfor
better grip and control
when tightening the
spindle locking nut than ¥
does the plastic toals MIHIT-2
provided by the manu-

00
facturer, 55

Medeco, Yale 5400 _

MJHIT-20

550

HIT-102 FOR SIMPLEX 1000 SERIES &
ALARM LOCK TRILOGY

Used to re-drill 2 1/8" bore fo
accept pushbutton locks. Far
use with 2 3/4" backset and
13/8" to 2" thick doors.

Also locates and permits drill-
of all thru-hoit holes, combin-
ation change hole for Simplex
and wire run for Trilogy.
Supplied with alten wrenches

and instructions. MJHIT-102

389%

HIT-22 INSTALLATION TOOL FOR
MORTISE CYLINDERS
; MJHIT-22

The HIT-22 takes the guesswork out of locating a
mortise cylinder. Using a 1-1/4" hole saw and the
included drill blank that comes with the kit, you will
never again have a problem installing maortise cylin-
ders.

HIT-12 LEVER LOCK INSTALLATION TOOL
For installing Best, Cal-Royal, Granite,
L'SDA, S.Parker and U.S. Lock
cylindrical Jever locks.

Mounts easily.

Fits 1 3/8" 2" deors with
2 3/4" backset. Fits 3 374"
or 5" doors with the ,
HIT-BAK.

MJHIT-12

368

HIT-BAK ADAPTER KIT FOR LARGE
BACKSETS

The HIT-BAK 15 an
adapter kit usable
with ALL the HIT
series installation
tools. Consisting
of standoff bolts
for both 3 3/4" and
5" backsets, the
HIT-BAK [provides
fortotal on-the-job
versafility.

MJHIT-BAK

1%

HIT-38 HIGH SPEED MORTISER

HIT-33
SPEED MORTISER
1" B

When on the job site, use the HiT-38 Speed Mortiser to
simplify morfise lock installations. The basic HIT-38
will prepare the required martise cavity using a series
of drilled plunge cuts followed by several up and down
cleanup passes with the drill hit.

HIT-38 is fully adjustable for mortise height, with three
bit sizes available to accomodate common martise
widths,

HIT-38 is designed to self center on 1 3/8"and 1 34"
doors. HIT-38 is shipped in a plastic carrying case with

a 1" hit standard. Drill bits for 1", 7/8" and 3/4" are listed
below. Regquires a 1/4" or larger eleclric drill.

MJHIT-38

675%

HIT-38MB1 %

1" Moitise Bit

HIT-38MB2 &
e 7/8" Mortise Bit
J
J'J HIT-38MB3 T

4" Mortise Bit

MJHIT-38MBT 1" mortise bit ~ 33.00
MJHIT-38MB2 7/8" moritse bit  33.00
MJHIT-38MB3 3/4" mortise bit  33.00

380
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HIT-44 DRILL MASTER

« Uses multi spur bits for wood door installaficn
« Uses hole saws for metal door installation

» Uses auger ar multi-spur bits for latch hale

= Backset knob adjusts for 2 3/8" or 2 3/4" backset

« Door thickness range from 1 3/8"to 2 1/4"

= Jaws padded for door protection

= Centening of latch hole completely adjustable

* All bushings and parts serviceable if required

» Solid construction using cast & machined aluminum

Parts Included With HiT-44 Drill Master

+HIT-44AD1 for 1" dia. auger type hit

« HIT-44AD3 for 7/8" dia. auger type
bit

£ « HIT-44AD4 brass adaptor bushing

for auger bits
| 741

STRIKE LOCATOR

Accurately locates strike installations.

5

MJHIT-44SL7 7/8" Dia. Strike Locatar

31.40
MJHIT-4481.8 1'Dia Strike L ocator 31.00
MJHIT-448L8 Replacement Tips for 8.50
Abogve
LATCH MARKING TOOL

The only latch marking toa! to offer the following

features:

» [nterchangeahle pilots for both 7
7/8" and 1" diameter latch g,
holes.

= Adjustable blades for 1" 1
and 1 1/8" wide by 2 1/4° ¥ @
latches. :

o (B L]
* Remavable blades -

f
that may be replaced or %

sharpened when dull.

i
tho

130.50
39.50

MJHIT-44LM3 Latch Marking Tocl
MJHIT-44LM4  Replacement Blade Set

HiT444 KIT

Consists of.

HIT-44 Drill Master MJHIT-444KIT
HIT-44B15 1" Brad Point Drili
HIT-44B21 2 1/8" Muiti Spur Bit 1 ,30500
HIT-44LM3 3 in 1 Latch Marker

HIT-445M4 Strike Marker 1 1/8 x 2 3/4

HIT-44QR1 Quick Reiease Bit Adapter

HIT-448L8 1" Strike Locator

HIT-440 Tool Box

STRIKE MARKING TOOL

Strike marking too! for 1 1/8™ x 2 3/4" deadbolt and T-
strikes. Features 7/8" and 1" inferchangeable pilots.
Blades may be removed to be sharpened or replaced.
Body and handle machined {rom steel,

MJHIT-445M5

130%

HIT-44BP2 BREAKOUT COLLAR SET FOR
MULTI-SPUR AND HOLE SAW USE

11/2" AND 2 1/8" SIZES

MJHIT-44BP2

17%

STRIKE MARKING TOOL

Strike marking tocl for full lip strikes 2 1/4" tall.
Features 7/8"and 1'interchangeable pilots. Blades may
be rermoved to sharpened or replaced. Body and hrandie
machined from steel. =

MJHIT-448M7

130%°

BACKSET RE-DRILL GUID
An easy way tc corract a mis-
drilled cross bore or to "move
over" a backset from 2 3/8" to
2 3/4" or visa versa. Waorks
with hoth 1" and 1 1/8" face &8

plates. Salid steel n
construction. E‘g& 23

HIT-45 MGDULAR INSTALLATION
SYSTEM FOR DOOR HARDWARE
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Atthe center of this new installation system is the HIT-
45 modular clamp. Using a revolutionary new design,
the HIT-45 CLAMP will work on aluminum, wooden or
hollow metal doors. HIT-45 has a grip range from 1 1/
4" to over 2 1/4" without the use of special adapters or
plates. Clamping pressure is positive with the HIT-45
always being self centering by design, The use of two
internal locating studs assures that backset is calcu-
lated from door center, regardless of 7lat, beveled or
bulinosed doors, The HIT-45 modular clamp will work
with any router or drilt template shown, with many
more accesscries developed for this unique modular
design.

TEMPLATES

MJHIT-45AR1 Router template AR 73.50
faceplate 1" x 6 7/8"

MJHIT-45AR2 Router templaie AR ¢yl 163.00

&ind 1 1/8" hackset

Router template cyl & ind 163.00
31/32" & 1 1/2" backset

Router template AR handle 163.00
31/32" & 1 1/8" backset
Router template AR face-
plate 1 1/4" x 8"

Mortise lock template-Arrw292.50
Mortise lock template-Best 292.50
Moaritse lock template-C/R 292.50
Faceplate adaptor kit b7.00
Mortise lock positioning  132.50
fixture

MJHIT-45RB4 Router bit for aluminem  41.50
MJKHIT-458A1 Mortise lock template-Sarg.292.50
MJHIT-458L1 Mortise lock template-Sch. 292.50

MANY MORE ACCESSORIES AVAILABLE!

MJHIT-45AR3
MJHIT-45AR4

MJHIT-45ARS 73.50
MJHIT-45AW2
MJHIT-45BE7
MJHIT-45CR1
MJHIT-45FP5S
MJHIT-45ML1

391
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PUNCH & DIE SET

'FIT BULL' LATCH FORMING TOOL

MJMDLT-1

315%

The Pit Bull tool is used to form a rectangular pocket in the edge of a holiow
metal door. Application of the tool is almost effcrtless -simply drill the latch and
cross bore holes and install the Pit Bull. Using a few turns with a wrench will squeeze
an indentation into the door’s edge-the resuit is a packet that witl accept both 1" and
1-1/8" wide by 2-1/4" tall latches.

Major Manufacturing's punch an ddie set will punch a DOUBLE ‘D' hole in sheet
melal cabinet drawers and doars. A must have tool for the locksmith working on
vending machines, lockers, metal cabinets or anytype of sheet metal door made with
18 gauge (.048) or lighter steel. Touse, simply drill a 1/2 hale centered where lock
is to be installed, slide the punch through the hole and tighten down the hex nut with
a 11/18" wrench or socket set.

CYLINDER TOOL FOR KWIKSET 400 SERIES

« Quickly removes cylinder from lock
« Removes Cylinder Retaining Clip
= Handle is following tool with master wafer unload feature

MJKCT-2

5100

MJMDPS-4  .645 wide x .770 high 252.50
MJMDPS-6 .715 wide x .875 high 252.50
HIT-25 CABINET LOCK DRILL GUIDE

MJHIT-25

225%

SUPPLIED WITH FOUR SBIZES OF
DRILL BUSHINGS.

SPINDLE SETTING TOOL FOR KWIKSET

Easily replace broken spindles in Kwikset 400 series locks with this toal, Simply
drivethe old spindie gut of the lock with a pin punch, insert the new spindle and stake
with the tap of a hammer. Fas, easy and profitable.

MJKSP-4

58°%0

1-1/4" INSTALLED IN DRILL GUIDE.
21787, 7/8" AND 3/4" CAN 8BE
INSTALLED AND HELD IN WITH SET
SCREW.

©

Qur cabinet lock drill guide includes important features such as: rubber lined jaws
to protect cabinet doors and give greater holding power. Four sizes of driil bushings
for versatility and an adjustable stop for repeat installations on the same type of
cabinet door. Wil work on doars up to 1-1/2° thick and can lacate the cylinder hole
up to 2-5/8" from the edge of the doar.

The HIT -25 drill quide incluces four sizes of drill bushings:, 3/4*, 7/8", 1-1/8" and
1-1/4". These bushings are designed to be used with clean cutting Forshner-type
drill bits and are not compatible with hole saws, paddie or spade fype bits.

SAFE DEPOSIT LOCK NOSE PULLER
CLASSIC MAGNUM PULLER

Machined from a solid hex
shaped bar of 1 5/8" wide steel
that 10 1/2" long. A ball bear-
ing race makes puliing smoath
and easy. Storage for extra
scraws used by the puller is
provided under athreaded cap.
Three adapters are also in-
cluded to help with different
applications.

T

MJCMP-475

431%
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HIT 444 DRILLMASTER KIT

STANDARD KIT

Conlains;

= HIT-44 Drillmaster

» HIT-44B15 1" Brad Point Bit

» HIT-44B21 2 1/8" Multi-Spur Bit

* HIT-44LM3 3-in -1 Latch Marker

* HIT-445M5 Strike Marker 1 1/8" x 2 3/4"

« HIT-440R1 Quick Release Bit Adapter

« HIT-445L8 1" Strike Locator

= HIT-440 Tool Box
MJHIT-444KIT

1,305%

HIT 445 DRILLMASTER KIT

DELUXE KIT

Contains:

* HIT-44 Drillmaster

+ HIT-44B11 7/8" Brad Point Bit

« HIT-44B15 1" Brad Point Bit

* HIT-44B18 1172 Multi Spur Bit
« HIT-44B21 2 1/8" Multi-Spur Bit

« HIT-44L.M3 3-in-1 Latch Marker

* HIT-44SM5 Strike Marker 1 1/8" x 2 3/4”
* HIT-445M7 Full Lip Strike Marker

* HIT-44QR1 Quick Release Bit Adapter

« H|T-445L.7 7/8" Strike Locator
« HIT-448L8 1 Strike Locator

* HIT-440 Tool Box
MJHIT-445KIT

1,644%
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HIT 451 BASIC INSTALLATION KIT FOR

ADAMS RITE LOCKS

Contains: A hasic kit with ail the teim-
Blates required to start in-

« HIT-45 stalting Adams Rife locks. All

s HIT-45AR1 thatis needed is a rouler and

» HIT-45AR2 basivtoois, Included withthe

« HIT-45AR3 kit ai no charge ia an assort-

« HIT-45AR4 mem of eur poputar alumi-

* HIT-45RB4 (2) mum dogr security products.
* HIT-45T8 toal box

Free Goods Pack Contains:

= AG1-A

* AG1-D

= CGA-G

+ CGD-5

» LMB-08
= LMB-089
= SGA-1

* SGD-1

MJHIT-451
Adams Rite Installation
Kit -Basic

1,105%

HIT 453 INSTALLATION KIT FOR
ADAMS RITE LOCKS

Free
Goods
Valued
Over
$95.00
Dealer

Anewly revised basic kit with all the templates required
to start installing Adams Rite type locks and strikes. All
that is needed is a router equipped with a 3/8" oulside
diameter template guide and basic tools. included with
the kit at no charge is an assortment of our papular
aluminum deor security preducts and brackets.

HIT-452 DELUXE INSTALLATION KIT FOR
ADAMS RITE LOCKS AND STRIKES

A deluxe kit with ail the tem-
piales requited to slart in-
statling Adams Rite focks,
armored and electric strikes.
Contains: All that is needed Is a rauter
anil basictools. Included with
* HIT-45 the kit at no charge iz an
» HIT-45AR1  assortmentofourpogufaraty-
* HIT-45AR2  minum door security prod- L
* HIT-45AR3  weisand fockmounting brack- .
= HIT-45AR4  ets. o
* HIT-45RB4 (2} ;
s HIT-40AR2 / a
« HIT-41AR1 —
* HIT-45T8 tool box

Free Goods Pack Contains:

« AG1-A
+AG1-D
* CGA-5
* CGD-5

= LIMB-06

« LMB-08 Adams Rite Installation
« LMB-C89 Kit -Deluxe

] 1,563

Contains:

* HiT-45

« HIT-454R1

= HIT-45AR2
Free * HIT-45AR4
Goods = HIT-45RB4 (2)
Valued * HIT-40AR3
Over « HIT-40AR3
$135.00 | .HT-45TE tool box

Dealer
Free Goods Pack Contains:

* CGA-5
*CGD-5

* | MB-03

+ LMB-06

* LMB-G7

+ LMB-08 (2)
« LMB-082

MJHIT-453

Adams Rite Installation
Kit -Basic

1,324%

394




