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« DOOR AND DRAWER LOCKS
* Pin Tumbler « Dise Tumbhler

PiN TUMBLER DOOR AND DRAWER LDCKS
“ADVANTAGE PLUS" ¥

G8173, 8175
-

The PLUS feature allows you o
remove the cylinder from our |
pin tumbler locks while the iock >

remains in place. Simply use a "\
5/64" allen wrench from the back —

to remove the cylinder and plug

for re-keying. @

C8177,8178, 8179

Application - Surface Mounted. For drawers, R.H. ar LH. deors. Requires 7/8" dizmeler hole for the cylinder.
Operalion - Key removable in both focked and unlocked positions; except NAC8139.

Keying - Will key logether with all other pin tumbler locks using P4291 key biank. Avallable Keyed Alike, 26D
finish (4 key codes), 4 and 4G finish (2 key codes). All finishes available Keyed Different {850 changes} and
Master Keyed Different GM 1{650 changes).

Packaging - 10 in a box. Supplied with two keys, strike and rounting screw.

Key Blank - D4291

2661 ea,

Code Finish Installation Bolt Cylinder Bolt
Type Length Travel
NACB173-26D Dul! Chrome Doar Dead 718 RIZR
NACB8173-4 Satin Brass Door Dead ﬂ'B_ 3/
NACE173-46 Antique Brass Door Dead 7/8" 3/"
NACB174-26D Dull Chrome Door Dead 11/8" 3/4"
NACB175-26D Cull Chrome Door Dead 1.3/8" 3/4"
NAC8139-26D* Dull Chrome Door Spring 314" 7/32
NAC8178-26D Oull Chrome Drawer Dead 7i8" 34
NAC8178-4 Satin Brass Drawer Dead 7/8' 34
NAC8178-4G Antique Brass | Drawer Dead 78 3"
NAC8177-26D Dull Chrome Drawer Dead 1178 3"
NAC8179-26D Duoll Chrome Drawer Dead 138 RIS
NACB179-4 Satin Brass Drawer Dead 138 RIZY
Packed 10 per box,

* Key removable in locked position only (not *Advantage Plus") 39.16

Application - Surface Mounted. For drawers and doors. Requires 7/8" diameter hole for cylinder.
Qperation - Key removable in both locked and unlocked positions.

Keyed - Will key together with all other NACS000 and NACS700 series locks; excluding NAGS602. Available Keyed
Alike: NACB703 and NACB704(6 key codes), NACS705 and NACB706(3 key codes) Keved Different; (200
changes), and Master Keyed different E41A{200 changes). NAC8708 is not stocked Master Keyed.
Packaging - 25 per box. Supplied wilh two keys and mounting screws; with strike furnished with NAC8706

T DA, lock.
Finishes: 14A - Bright Nickel; 3 - Bright Brass; 4G - Antigue Brass
Key Blank - D8785.
MOUNTING
HOLE Code Installation Bolt Cylinder Boll Price

- Type Lenglh Travel

| NAC8703-14A | Drawer Dead 15/16° 11732 B.70

| NAG8703-3 Drawer Dead 15/16" 11782 .98
NAG8703-4G Drawer Dead 15/16" 11/32" 8.98

[ NACE704-T4A Door Dead 15/16" 11732 8.98

| WAT8704-3 Docr Dead 15/16" 122 9,25
NACB704-4G Door Dead 1578 1/32" 9.26
NACB705-14A | Drawer Dead i 3/1e 11732 9.29
NAGBT05-3 Drawer Deatdl 154186 11/22" 4,58
NACB705-4G Drawer Dead 13716 11/32" 9.58

[ NACB70G-3 | Drawer [ Spring | 167468 | o/s2 | 107 |

[ NACB803-14A | Drawer Dead 15/16" 11/32" 8.15
NACB803-3 Drawer Tead 516" 11732 8.40

| NACB803-4G Drawer Dead 15/16" 11/32° 8.40
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LEVER TUMBLER DOOR LOCK

Application - Surface Mounted. Hole required for cylfinders. NAC88422 is used on

-

MOUNTING
HOLE

tdoors with narrow stiles, such as display cases with wood frames.
Operalion - Key remavable in hoth locked and unlocked positicns.

Keying - Keyed Al

ike.

Packaging - 25 par box. Suppiied with two keys, mounting screws.

Code (nstafiation | Roll Cylinder | Bolt
_ Type Length | Travel
NAC8422-3 | Daor Dead 778 732"

PIN TUMBLER DRAWER LOCKS

...._g.ll_s -
W <21
ROy | [ 57/64 DIA.
- A )
il MOUNTING
I L HOLE

Application - Surface Mounted. For drawers. Requires 7/8" diameter hale for the
cylinder.

Operation - Gylinder removable from front of lock while lock remains in place. Key
removable in both iocked and unfocked positions.

Keying - Will key together with all ather NAC8100 series locks. Avarlable Keyed Alike
{4 key codes), Keyed Different (850 changes), and Master Keyed different GM (650
changes).

Packaging - 10 in a hox. Supplied with two keys and mounting screws.

Key Blank - D4291.

Cylinder| Bolf
Travel

Installalion| Bolt
Type Length

Code Finish

| NAC8163-26D | Dull Ciirome | Drawer Dead | 15/16' | 11/32
NAC8163-4 Satin Brass | Orawer Dead | 15/16° | 11732 |
P
CYLINDER
REMOVAL KEY

—

| g

HALF MORTISE DRAWER [OCK
HOUSING

Has interchangeatle cylinders
Packed 10 per box.
NACB161-26 18.70

Bright Chrome

calsd

ca161
PIN TUMBLER REMOVABLE CYLINDER
5-pin. Removable cylinder for NAC8161
housing. Packed 10 per bax.
NAC8160-26D 37.58

Dull Chrome

DISC TUMBLER DRAWER LOCKS

m—

T L i_lrw-:'
1

Z x
OF Lock [T8
=

DRAWER FRONT
SELVEDGE 7

5
723

E.

g7m

MOUNTING
HOLES

8396

Application - For drawers with NAC8701 for center drawers of metal desks. Fits
special piercing of drawer and selvedge. NAG8896 is a specific replasement lock.
Operation - Key removable in both locked and unlocked positions,

Keying - NAC8701 will key tegether with all other NACS00G and NACS700 series
locks; excluding NACB602. Available Keyed Alike; NAGCB701 (B key codes),
NACB898 (1 key code); Keyed Different; NAC8701(200 changes). NAC8896 (50
changes). NAC8701 is available Master Keyed different E41A{200 changes).
Packaging - NAC8701, NAG8702 - 25 per hox: NACB896 - 10 box. Supplied with
two keys and mounting nut for NAC8701s.

Key Blank - D8785.

Code Installation | Boll Cylinder | Boidl | Price |
Type Length Travel
NACB701-14A| Center Crawer | Insertable | 19/32" 11/32" [12.88
of Metal Desks | Dead Bolt
| NACBB96-26D| Desk Drawer | Dead Balt | 1/2° 58" [31.91
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» FILE CABINET
+ PIN TUMBLER KNOB LOCKS

« PIN TUMBLER SLIDING DOOR
* PIN TUMBLER LOCK INSERTABLE BOLT

PIN TUMBLER LOCK INSERTABLE BOLT
MOUNTING HOLES

-=- Application - For center drawers of desks. Fits special
- ;_‘_1_47? < ptercing of drawer front and selvedge
* | Operation - Key remavabie In both locked and unlocked

7
ofFlock [

DRAWER FRONT” positions
SELVEDGE Keying - Will key together with all other NAGCE100 series
: . & }iocks. Available Keyed Alike(4 key codes), Kayed Differ-
TET 2 ent(8500 changes) and Master Keyed different GM(650
g -1 changes).
L i |l | Packages - 10 per box. Supplied with two kevs and meunt-
i LT 3 ing nut.

MOUNTING HOLES Key hlank - D4291.
NAC8137-BOLT

Replacement Bolt Only

3.25

923% -

PIN TUMBLER KNOB LOCKS

L.H. Door R.H. Door

MOUNTING HOLES

Applicalion - For metal cabinet doors. Reversible for R.H. or L.H. application.
Latch plate is for either 2 or 3-point latching.

Operation - 90;dg turn ot open. Choice of key Operation.

Keying - Wil key together with all other NAGB100 locks. Available Keyed Alike
{3 key codes) and Keyed Different (650 changes).

Packaging - 10in & box. Supplied with two keys and a latch plate.

Key Blank - D4291.

Code Installaticn Boit Cylinter Boll Code Key Operation Maximum
L Type Length Travel Material Thickness
NACB137-26D | Metal Drawer (nsertahle| 19/32" Daad Bolt| 7/16" NACB154-26D | Key Removable in both 178
1/4" Maximum Locked/Unlocked Positions
Material Thickness NAC8155-26D | Key removable in Locked Position Only 1/8"

PIN TUMBLER HALF MORTISE
DRAWER LOCK

8131 §133, 8135

396,

MOUNTING HOLE
seaDlA.  Addilional Morlise
required Tor mounting.

Application - For drawers. Half mortise type requires mortise for housing and 7/8"
diameter hole for cylinder.

Operation - Key removable in both locked and unlocked positions:except NAC8131.
Keying - Will key together with all other NAG8100 saries locks. Available Keyed Alike,
26D finish(4 key codes) and 4 finish(2 kevy codes). Both finishes available Key
Different(8500 changes). 26D finish available Master Keyed different GM1{650
changes).

PIN TUMBLER SLIDING DOOR, FILE CABINET LOCKS

1] =
Application - For sliding doors, both of plate giass and wood, NAC 8142 requires
a 7/8" diameter hole for cylinder. NAC8150 is used Internally on filing cabinets to
gang lock drawers.

Operalion - Key removable in locked position far NAG8140 and NACB150. Key
removable in both locked and unlocked positions for NAC8142.

Keying - Will key together with all other NAC8100 series locks. Available Keyed
Alike: NACB140and NACB143(4 key cades). NACS142(6 keys codesand NACB15{(5
key codes); Keyed Different; NAG8140 and NAG8142({25 changes), NAC8150(850
changes). NAG8142 is available Master Keyed different GM1{650 changes).
Packaging - 10 per box. Supplied with two keys. NAC8142 is Turnished with strike
and meunting screws.

Key Blank - D4291.

Packaging - 10 per box. Supplied with two keys, strike and mounting screws. Code Installalion Ball Cylinder| Bolt Price
Key Blank - D424 Type Length | Travel |
NAC8140-26D | Plate Glass Interal 35.58
Cade Installation Bolt Cylinder | Bolt Sliding Doars | Spring Bolt
Type Length | Travel [ “NACH142-26D | Siiding Doors | Plunger Bolt | 11/§ | 7/16° | 38.75
NACE131-26D | Drawer Spring 7/E 7/32° NACB142-4__| STiding Doors | Plunger Bolt | 117/6° | 7/16° | 38.75
__ﬁ_!‘_'33131-4 Drawer Spring 78" 7732 NACE&143-26D | Sliding Doors | Plunger Bolt | 1 3/8° | 7//16° | 38.75
::ggggibﬂ grawer geag 753 1;3 NACB143-4 | Sliding Doors | Plunger Bolt | 13/8" |716" | 38.75
g rawer ea i3 : NAC8150-26D | Filing Cabinet | Round Sprin 178" 21,68 |
| NACBT35-26D | Orawer Uead 113 174" E | Action e ]
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* DISC TUMBLER GANG LOCK
» DISC TUMBLER HANDLE LOCKS

DISC TUMBLER GANG LOCK

Additional 7/8" x 1/8"
deep dado for bar
required on ingide
of panal.

7
b DIA.

MOUNTING HOLE

Cvlinder 1s
located near top
of pedastal
—::i% ;%
o
=)
a :._. If
T
LN

THICEHESS
2o $1UG FaSICN

VARIABLE

MOUNTED
DIAGONALLT
illH T

&

ACREwS

Saddle reverses
for mortise
application.

NAD8D90-14A Bright Nickel
NADS8090-3  Bright Brass
NADS090-4G  Antique Brass

25% ,

Application - For locking drawers in daesk pedestals and ottier multiple drawer
applications. Requires a 7/8" diameter hole for cylindsr, and a dado for bar,
measuring 7/8" x 1/8" deep on inside of panel.

Operalion - Key removable in both locked and unlacked positions, Turning the key
locks all drawers simultaneously{drawers must be closed). Bar moves studs into
notch in dravier or slide, preventing movement.

Keying - Will key together with al! NACBO00 and NAC8700 series locks; excluding
NAC8602. Avaitahle Keyed Alike(6 key codes), Keyad Different(200 changes), and
Master Keyed different E41A(20 changes).

Packaging - 5 per bex. Supplied with two keys, three each stud slides and locking
studs, mounting hasp saddle and mounting screws.

Installation - Desk pedestals or similar multi-drawer conditians.

Baolt Operation - Dead locking.

Cylinder Length - 15/16" Bolt Travel - 11/32".

Key Blank - D8785.

DISC TUMBLER HANDLE LOCKS

ey VERTICAL-
Z3CUTEHIGN (i

HANDLE
MOUNTING/
{4 OPERATION

RIGHT HAND

LEFT HAND

it ﬂ
carss || l carss ||
H

|

Application-For metal doors on lockers and cahirets,R.H.and L.H.Both NAC8756 and
NAC8757 will fit spindles, except NAC8747 which has an 8-32 tapped end hole.
NAC8749 will accept only the NACS757 tongue. Spindle can be cut to fit special
requirements.

Operation - Key removable in both locked and unlocked positions.

Keving - Will key together with ail other NAG8000 and NACB700 serigs locks:
excluding NACB062, Available Key Alike (3 key codes), except NACST747 and
NACS749(1 key code); and Keyed Different (200 changes).

Birection of Turn to Open - 90° c/cw. Key Blank - D8785.

Packaging - 10 per box. Supplied with two keys and mounting holts.

Code Descripiion | Mounling Spintle Price
Type Length .
NACB747-26D | Locking Hear 1" Square 75.11
NACS748-26D | Locking Fear 4" Sguare 25.11
| NACB751-26D | Locking Rear 1" Threaded | 25.11
| NAGE754-20D | Locking Rear 3" Threaeded | 25.11
NAC8755-26D | Non-locking | Rear 5" Threaded | 22.45
NAC8758-26D | [ocking Escutcheon 1" Threadetl | 25.11
NACB759-26D | Locking Escutcheon 3" Threaded | 25.11
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» DISC TUMBLER

= Circuit Breaker Cabinet

« GARAGE DOOR LOCKS
» Handle Lack Parts

» Window Lock

PARTS FOR DISC TUMBLER HANDLE LOCKS

53?‘ B€ & swncLe ponT LaToH TongUE
7 i Side mounted, set screw. Zinc-plated.
cerss 25 per box.

Q% '@52 NAC8757-2C 3.97

THREE POINT LATCH PLATE WITH TONGUE
Used with locking bars, Hex nuts with lock washers
threaded on spindle. Zinc-piated.

NAC8756-2C 5.08

— i &

DISC TUMBLER DOOR & DRAWER LOCK w/flexafunction

Application - For doors and drawers. Surface
mountad. Requires a 3/4" dia. hole for cylinder.
Operation - Choice of ejther 90° or 180° cam turn.
Key remavable in both positions.

Keying - Will key tagether with all other disc tumbler
locks using D8785 key blank Masterkeying to E41A.
Packaging - 25 per box. Suppliad with two keys, two
mounting screws, two formed cams and two stop
washers. Cams unassembled.

Key Biank - D8785.

Gote Finish Price
| 'NACBOBU-14A_| Bright Nickel | 7.98
| NACB080-3 | Bright Brass | 8.22
NACB0B0-4G | Antigue Brass| 8.22

DISC TUMBLER CIRCUIT BREAKER
CABINET LOCK

Application - For right handed metal door of
electrical circuit breaker cabinets.
Operation - Key removablein both locked and
unlocked positions. Push plate operates spring
bok. Urlocked, push acts as spring fatch.
Keying - Keyed Alike cnly.

Packaging - 10 per box. Supplied with two
keys; no mounting hardware.

Type of Mounting - R.H. Door.

Baolt Type - Spring; Bolt Travel - 7/32".

Key Blank - D8786.

GARAGE DOOR
MECHANISM - LOCKING HANDLE

\$_ i

4
1 m.x@—r
'

MOUNTING HOLES
FOR HANDLE

Gperalion - Turning key releases mechanism, unlocking
door. Handle turns down to vertical position, Turn handle
to horizontal to lock door. Key removable in hoth lacked
and unlocked positions.

Keying- Keyed ditferent only. 10 changes.

Packaging - Handle supplied with twe keys. Mechanism
furnished with mounting screws.

Aplicatien - For mounting con sectional over-head doors.
Factory assembled for right hand mounting; mechanism
installs at right side of door to lock into track (inside
garage). Handle is installed over mechanism on outside of
door. Handle replaces Overhead Door lacking handles.
Units can be reversed in field for left hand application.

Finishes: 2C - Zinc-plated; 26.
Packaging - 5 per box.
Key Blank - D8785.

T

1 oo
B aition ™
- S

R
e

NAG8070-2C
Zinc [Plated
1 911
Code Installation Operation Descriptien Price
NAC8798-26 | Outside Door Key releases 3 1/8" spindie | 42.40
over mechanism | mechanism-Handle
- locks mechanism
NAG8797-2C | nside Door Sliding Bo 2 3/4" holt 26.78
near track locks into track meachanism
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* FURNITURE LOCKS
» LOCKER LOCKS

* CHEST/LID LOCKS

FURNITURE LOCKS
cersy I
£8253 E:
.5_:—-?} s ij.ﬂ
£8207 -”‘T J
T
£8526 l_! 'L e .
b 9
—

THROW
Applicatien - Primarily far furniture and other fine cabinetry. NACB8286 is surface
mounted and requires a hele for key entry, All other focks require full 11/32" x depth
of lock. Additional mortising required for lock selvedge pius hole for key entry,
Operation - Key remavable in both locked and unlocked positions.
Keying - Keyed Alike.
Packaging - 25 per box. Supplied with one key, All locks, except NACB826, aresupplied
with strikes. Key hele escutcheons are packed with NAC8207 and NACS828.
Key Blank - D8890.

CHEST/LID LOCKS

Application - Lid locks for cedar chests and other lid locking requirements,
NACB412 is surface mounted and requires a 9/16" diameter hole for the cylinder.
NACB384 requires 11/32" wide x depth of lock full mortisg, plus mortise for
selvedge, plus a hole for key entry.

Operation - Key removabie in both locked and unlocked positions. C8412 uses
pushbution to release lid when lock is used as a latch to keep lid ¢losed, buf not
locked.

Keying - Kayed Alike.

Packaging - 25 per box. Supplied with one key. Appropriate strikes and rounting
screws are supplied with locks; additional keyhole escutcheon furnished with
NAGB384.

— - e Key Blank - . D88Yo.
Code Finish Installation Bolt | Balt Price ey Blank mﬁggg?g D&191.
Type | Travel _ N —
NAC8207-3 | Bright Brass | R.H. Door, Drawer, Dead | 3/16 12.60 Code Finish Instailation | Bolt Cylinder | Price
Full Martise Type Length
NACG8252-3 | Bright Brass | R.H. Door, Drawer, Dead | 3/16" | 10.82 NAC8384-3 | Bright | Chest, Lid | Hook 15.86
Full Mortise Brass Full Mortise
NACE253-3 | Bright Brass | L.H. Door, Full Mortise] Dead | 3/16° | 10.82 NAC8414-4G | Antique | Chast, Lid Internal 7/8" 18.79
NAC8826-3 | Bright Brass | Door/Drawer, Dead | 21/64'| 7.89 Brass Surface Engages Strike
Surface Maunted Mounted
"THE ADVANTAGE PLUS" Pin Tumbler Doar and Drawer Cam Locks N .ﬁ
The locks are fastened in place with two screws for easy installation. Re-keying or servicing is accomplished ¥ v
by removing the cam retaining screw and cam. Use a 5/64" allen wrench to remove the plug cylinder 3
assembly. The mounting plate remains installed on the cabinet. Re-key as required and reinstal) cylinder plug

assemEly on mounting plate. [
Key blank: 24291, Satin Chrome Finish. Available master keyed, KD and KA. | L5
APPLICATION- For drawet, R.H. or L.H. doors. PACKAGING-Supplied with two keys, extra =
8183 assembled for door function. C8188 backplate, two cams and two mounting screws. If
assembled for drawer function. trim ring is required, order C2017 separately.
DPERATON-90° cam turn, key removable in both Note: If formed cam is required. order C7113 or

locked and unlacked positions. G718, i indar| Maximum

KEYING-Will key together with all other pin tumblar £ Wourting [:_yl;mfﬁ M T?;lic;ness g:,‘ge

locks using D4291 key blank, except mailbox locks. 2 gu <AL

See table for available keying. Mastarkeying to GM1. NAC8183-260 Flush 78 /8 10
NAC8188-26D Flush 1.3/8" 13/8" 10
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* PIN TUMBLER CAMS « PIN KEYING KITS
+ COOLER LOCKING HANDLE AND PLUGS

COOLER LOCKING HANDLE REPLACEMENT PLUGS PIN TUMBLER CAM Cams far pin tumbler cylinder cam locks. All cams have
dual application. see table below
Operation - Key removable in both locked and unlocked positions. Handle may be i I'k
used as a iatch until locked by key. r
Keying - Keyed Alike to XG-3. Enm “E”G‘" Lena
Packaging - NACB764, NAC8763, NACB762 - 25 per box. N/ and NAC8763 - Lam, o
plugs are supplied with two keys and specific retainer. NACE764 plug is supplied %?Es Lockl] i
with two keys, retainer/stop and screw.
Bright Chrome finish. Key Blank - D8780. el
c7104 7105 |
. | » lENGYH
4 A L_J C7114 e
% C7103  C7102 k‘i&‘ U
% MR | ol i) _._.' N [SEE§ g‘ﬁm
c8762 C8763 | , Ve e 3 . b
Ca764 i LENGTH
: i C7116 »
Code Installation Bolt Price For L.H. Door and
Type . ; L
NACB762-26 | Eary models, N.L. 59 1105 handles 55— Gounter-clockwise Use - i -
NAC8763-26 | N.L.59- 1105 handles 1251 || | Code eGP Length firiceEa:
NAC8764-26 | Current NACB765 handles 12.51 NAC7102-2C Straight Gam 114 1.20
— NAC7103-2C Straight Carm 11/8" 1.20
ASCPEFH'DFF“VER CAM dLAT?th . o NAC7105-2C Straight Cam T 1.38
PRIIcAation: For arawers or aoars that do not require a Key tor tocking o i T
Operation: flexafunction™ feature provides choice 6f 80° or 180° camturn. Cams are or K. H. Door and't‘}ounle.r (::IDGKWISB Us@ Packed 20 per bag..Zlnc Plated
double punched for fiexibility in mounting latch. Code Description Length Price/Ea.
Packaging: Supphed with two cams, two stop washers, spur washer and mounting| | NAC7101-2C Straight Gam 114" 1.20
nut. ST = o NAG7104-2C Straight Cam 3 1.38
’ = (L L | NAC7T15-2C ounle Formed Cam |1 58 1.72
I £ Al L..H.
‘ﬁwﬂf | ' — z -
L= ; Code Deseriplion Lengih Price/Ea.
P g0 180° NACT111-2C Dauble Formed Cam 11/4" 1.72
with NAG7112-2C Dauble Fermed Cam 11/8" 1.72
flexafunction™ NACTi14-2C L'ouble Forme:d Uam 15/¢ 1.72
PN Mounting Cylinder| Maximum QOty/ Code Description Length Price/Ea.
Lengih | Mat. Thickness Case NAC7110-2C Doudle Formed Gam | 1 1/4° 1.72
NAC8065-14A | Lipped, Flush /8" 74 25 NAC7113-2C Double Formed Cam | 1 5/8" 1.72
or Overlay NAG7116-2C Double Formed Cam | 1 5/8" 1.72
PIN KEYING KITS PIN TUMBLER KEYING KIT DISC TUMBLER KEYING KIT
_ 100ea. 1,23 and 4 Drivers . ; 100 ea. 00, 22, 44, and 66 Tumblers
e i 100ea. 0.1,23.4,5 6,7 8 and 9 Tumblers , 250 Turabler Springs
250 Tumbler Springs g NAV71D-3
100 Tumbler Retziners =
H0ea. (3735 and C3738 Plug Retainers 2482
NAV70P-1
1121

PIN TUMBLER
MASTERKEYING KIT

LT {00ea. 23,456 7and
B //“‘"’ 8 Master Drivers
Q\ NAVTOP-2

324

DISC TUMBLER MASTERKEYING KIT
100 ea. 02, 04,086, 24, 26, 40,

42 46,60, 62 and 64 Tumblers
250 Tumbler Springs

NAV71D-4

49%
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DISC TUMBLER CAMS ORIGINAL PIN TUMBLER KEYBLANKS
Brass « Packed 50 per carton
KEncty jusm PIN TUMBLER BLANKS 4 PIN TUMBLER BLANK
¢ of Lotk - g oFLock ~-{ : 3 Pin Tumbler 5
= |} NAD4290
= gD oo D S8 == 4 Pin Tumbler
| B NAD429T
! | | E 5 Pir Tumbler
i E! e i NAD4292  Mam
‘gﬁ/ ' l"“ - 5 Pin Tumbler
C7001 C€7002 C7003 C7004 €7005  C7006 C7007  C7008 NAD4293 i NAD4297
STRAIGHT CAMS STRAIGHT HOOK CAMS 1 3.48 ea.
OFfsET Selection of cams that per- 1 '1 2 ea.
mit adaption of disc tum-
bler cylinder cam locks to
T ] erion R’(lfr?tnggzﬂy every applica- IDENTIFYING 5 PIN TUMBLER BLANK
gorioox £ Straight Hook Gams and KEY BLANKS
Double Formed Cams can Blanks are listed
|"-'\[ =Y beraversed when reanired with related actual G
_ [ ; =Y size cross section. Py
. | iy I P ) Sight down the end g
\—ﬂ _ﬂ . ' —{ » 1 I ofthe blanktoiden-
LENGTH L8 tify the cross sec-
= = - 5 ) tion or prafile. NuAD4295
7013 £7009 7014 ¢ oF1ock— C7010  G7012 G701
DOUBLE FORMED CAMS SINGLE FORMED CAMS 94¢ ea
Code Description Length Price/ea
NAC7001-2C Straight Cam 34" 1.02 ORIGINAL DISC TUMLBER KEYBLANKS
NAC7002-2C Straight Cam 1 1.02 Brass « Packed 50 per carton
NAG7004-2C Strafqht Cam 2'.‘ 1.07 4 DISC TUMBLER BLANKS 5 DISC TUMBLER BLANKS
NAG7005-2C Straight Cam 3 1.15 B - 9,—;\ NADS783 Liwm D
NAC70B3-2C Siraight Cam i1/8' 1.02 NADS750 Adwem D : } NADB784 &#= E
NAGC70R8-2C Straight Hooked Cam i1/2' 1.22 NADS781 L= E ) NAD8785 &iwm C
NAC7007-2C Straight Hooked Cam 11/8' 1.22 NADB78? Lt € #" NADB786 ™ B
NAC7006-2C Strainht Hooked Cam i 1.22 NADE7S0  pum R NADB791 = R
NAC7009-2C Double Formed Cam 134" 1.46 mgg;gg ._"': :‘1
NAG7D13-2C Double Formed Gam 11/8° 1.46 1_ ea NADS794 »
NAC7011-2C Single Formed Cam 1/8' 1.46 ' !
NAC7012-2C Single Formed Cam 1 1.46
NAC7010-2C | _ Single Formed Cam 55 1.46 1.03 =
.NA07014-20 Double Formed Cam 15/8 1.46 5 or 6 DISC TUMBLER
Zinc-Plated. 25 per Bag REVERSIBLE KEY BLANKS
6 DISC TUMBLER :
e NADS787 Libwm [
KEYS ﬂj NADS788 WM™ E
Die Cast « Packed 50 per carton | L@—ﬂ NADE789 & C
NADE7Q5 P N ’
FREEZER LOCK KEYS NADS796 Metume M e b

-+ NADB59D
=l '\ 1110 ca.
= __"__;_3 NAD8591 @

1.10 ea.

WARDED BARREL KEY

NADB8890 ™
1.56 ea.

NADB798 pur== K

1.03 .

NAD8778
1.03 ea.

NADB777
1.03 ea.
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NATIONAL

» KEYBLANKS

» DISC TUMBLER SLIDING DOOR

» CODE BOOKS

ORIGINAL LEVER TUMBLER KEYBLANKS
Packed 50 per carton

FLAT LEVER TUMLBER BLANKS

DISC TUMBLER SLIDING DOOR LOCKS

Application - For woed sliding doors. Requires a 7/8" diameter hole in front door
for cylinder.

Operation - 9C8042; Push in cylinder, key turn engages bolt behind strike. C8043;
Pushing in cylinder locks doors. Key remavable in both locked and unlocked
positions.,

Keying - Will key together with all ather disc tumbler iacks using D8785 key blank.
Packaging - Supplied with two keys, strike and mounting screws.

—
" r NAD8192
| NADS191 Stee! e
u  Steel 83¢ea.
e ea 2.53 ea.
B,
PARACENTRIC LEVER TUMBLER BLANKS o 'Ji
NAD8490 '
Brass
2.63ca.
Code Installation | Cylinder Bolt Bolt Price
NAD8481 Type Length| Travel
E_rggsea_ = | [ NACB042-26D | Siiding Doors| 90° Turn Hook| 7/8° | 7/16° | 32.26
NACB043-26D | Sliding Doors | Plunger 1" 716" 17.20
ORIGINAL MASTER KEYS KEY CODE BOOKS
D8001 Pin Tumbler Key
Codes - Includes the most
popular National key codes:
GM1 series, GM2 series,
GM2A series, GM300 serfes,
GM800 series and GM700
series.
NADB001
DESIY 649
D8Ot
Deo02
P/N Description Material | Price D8002 Disc Tumbler and Lever Tumbler Key Codes -
NAD4299 | Pin Tumbler GM! Master Key Brass 3.12 tncludes the most popular National key codes: standard
NADBA1Y | Lever Tumbler 5LM Flat Master Key| Steel 3.12 4 tumbler sries, standard 5 tumbler seriss, standard 6
NADB799 | Disc Tumbler E41A Master Key Brass 3.12 NAD8002 tumbler series, 5 tumbler prefix RD series, 5 tumbler
NADB999Y | Disc Tumbler E13A Master Key Brass 3.12 324 prefix GF series, 5 tumbler prefix 8K and KS serigs, 6

tumbler prefix SK and KS series and 5 lever tumbler
series 8LLT.
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