
,AXION4800 GRADE1 - FOR RIM [PANICDEVICES
For Use in New or Replacement Installation in Wood nr Metal Single Door Frames,
Use With Surface Mounted [Rim Exit Device with up to 1" Throw
INOFRAME IGUTJlNG

TR4800-32D
Satin Stainless Steel

44000

·3,000 Ibs. Holding Force
• 1,500,000 + [!ife Cycles
• Stainless Steel Construction
• Fail Secure/Fail Safe Field Selectable
• One Piece [Locking Mechanism
• One Solenoid
• Only 3 Holes to IDrill for Installation
• Built-in Electronics for 12 thru 24 Volts AC/OC

Simply connect 2 wires and you're all set!

Electrical Characteristics
Voltage Pulll~o[d AmDs Dulv Sound
12DC .566/.217 Intm.lCont. Silent
24DC .253/.'099 Intm.lCont. Silent
12AC .509/.181 mtm/cont. Silent
16AC .402/.149 Ilntm.lCont. Silent
24AC .215/.087 Ilntm.lCont. Silent
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3234 - SMALLIEST ELECTRIC STRIKE IN THE WORLD

• Compact electric strike, 1-W16" x 1-1/16" x 1" overall strike [body.
• 1200 Ibs. holding force.
·1" backset, accepts 1/2" latchbolt.
• Faceplate: 2-3/4" x H/8". meets ANSI 115.3.

IPIN VoltaQe Hnlsh Rell.
TR3234-12V-3 12 volt Polished Brass 166.00
TR3234-24V-3 24 volt Poli shed Brass 1166.00
TR3234-12V'10B 12 volt Dark Bronze 1\66_00
TR3234-24V-1 DB :24 volt Dark Bronze 166.00
TR3234-12V-26D 12 volt Satin Chrome 162.00
TR3234-24V-26D 24 volt Satin Chrome 162.00

TR3234W-12V-3 12 volt Polished Brass 166.00
ifR3234W-24V-3 24 volt Polished Brass 166.00
ifR3234W-12V-26D 12 volt 'Satin Chrome 162.DO
TR3234W-24V-26D 24 volt Sati n Chrome 162.00

For wood frames, use 3234W, 3-3/4" high.

615

Vollage IGurrenl/ Ohms Wire Leads Sound
Amps

12VDG .480 25 Blue Silent
24VDG .240 100 White snent

,;,..
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• ELECTRIC STRIKES

EN-400® EN-900@

For use in new or replacement installation
In wood or metal jambs. Use with mortise
exit devices, mortise locks without dead
bolts and cylindricallocksels having up to
1 " throw.

I

= o
STANDARDS

• UL LISTED -1 OC (Class A, a-hour. Single
Swing [Door)

• IUl LISTED ·1034 Burglary Resistant Locking
Mechanism for Indoor or Outdoor Use

• IBHMA - 156.31 2001, Grade 1

FEATURES

• FACEPLATE -1-1/4' x 4-7/8'
• AlJL STAINLfSS STEEL CONSTRUCTION
• IDURABILITY - 1,000,000 ute cycles
• HOLDING FORCE - 2000 Ibs.
• FIELD AOJUSTABLE - FAIL SECURE OR FAIL SAFE
FOR DC UNITS
• [FIELD SELECTABLE· Left or Right [Handed
• CAVITY DEPTH -7/B", CAVITY LENGTH
H/2", CAVITY WIDTH - 3/4"
°ILB INDICATOR SWITCH AVAILABLE

ELECTRICAL CHARACTERISTIC CHART

VOLTAGE CURRENT ,DHMS :SDUND

AMPS

12VAC 70 4.5 B r:

24VAC 37 18.0 suzz
12VOC '8 430 Silent
24VOC 15 164.0 ssent
t Throw Ibased on 1/8" door gap.

:Bluo(II.Orang,N.--;;;;;(1')
8Iue(1). BI",k;Wh:(,(l)
Oran~.lWhrt'12)
BlackiWMe(2)

TREN4ijD
TREN4nn

US32D 325.00
US3;US4;US10B;US26 355.0D TREN800

TREN800
US32D 365.00
US3;US4;US10B;US26 3gg.00

616

STANDARDS

US32D
US3,US4;US10B;U826
US32D
US3;US4;US1OB;U826

325.00
350.00
325.00
350.00

APPLICATIONAPPUCATION
For use in new or replacement installations in wood or
metal single door frames Use with surface mounted
rim exit device with up to 1" throw.

For use in new or replacement installation in wood or
metal lambs Use with mortise exit devices, mortise
locks without deadbolts and cylindrical locksets hav-
ing up to 1" throw.

For wood applications, order EN900W.

o

o
STANDARDS• UL LISTED -1 DC (Class.A, a-hour, Single

Swing Door)

• UL LISTED -1034 Burglary Resistant Locking
Mechanism for Indoor or Outdoor Use

• UL LISTED -1OC (Class A, a-hoor, Single
'Swing Door)
• UL LISTED -1034 Burglary IResistant !Locking
Mechanism for Indoor or Outdoor Use
• BMHA - 156.312001. Grade 1

fFATURES

• BMHA • 156.31 2001, Grade 1

FEATURES
• FACEIP,LATE-1-3/8" x 9'
• ALL STAINLESS STEEL CONSTRUCTION
• DURABILIITY - 1,000,000 Ufe [cycles
• HOLDING IFORCE- 2000 Jbs.
• FIELD ADJUSTABLE - FAIL SECURE OR FAIL SAFE
FOR DC UNITS
• FIELD SELECTABL:E - Left or IRight Handed
• CAVITY DEPTH -7/8', CAVITY ILENGTH
H/2", CAVITY WIDTH - 3/4'
• LB INDICATOR SWITCH AVAILABLE

ELECTRICAL CHARACTERISTIC CHART

• FACEPLATE -1-11/16" x 9" x 3/4"
• ALL STAINLESS STEEL CONSTRUCTION
(Stamped Mechanism and Cast Face Plate)

• Mounting and Mechanism Holes IPermit Horizontal
Adjustment for Ease of Installation
• 45' FACE P ATE RAMP - Standard Feature for
Deadlocking Latch and Pins
• HOLDING IFORCE- 2000 Ibs.
• FIELD ADJUSTABLE· FAIL SECURE OR FAIL SAFE
FOR DC UNITS
• DURABIUITY - 1,000,000 Life Cycles
• LB INDICATOR SWITCH AVAILABLE

ELECTRICAL CHARACTERISTIC CHART .F..~ILSECURE(lntermittent Duty) NORMALL YLOCKED
VOLTAGE CURREHT OHMS SOUND WIRE

AMPS CalORFAIL SECURE(lntermittent Duty) NORMALL YLOCKED
VOLTAGE CURREKT OHMS SOUND WIRE

AMPS [COLOR

12VAC .70 45 Buzz Blue(narangaM'h'll'(ll
24VAC .37 j 8 0 Buzz 8Iue(1), BlackIWhit,(l)
12VDC 28 430 Silent OrangeJlllhitel2)
24VOC 15 164.0 Silenl BI,ekIWhIleI2)
1" Throw based 0 n 1/8" dOOf gap.

12VAC 70 45 BUll B\u.(l).OrangeJlllh~'II)
24VAC .37 180 Buzz Blu811),BlackIWhlt'11,
12VDC .28 43 D S,lenl OranGeJlllhile(2)
24VDC 15 164 0 Silent BlacklWhI1e(2)
1" Throw based on 1/8" door gap. TREN900

TREN900
TREN900W
TREN900W
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• ELECTRIC STRIKES

EN-950 ®
APPLICATION
For use in new or replacement installation in wood or
metal jambs. Use with mortise exit devices, mortise
locks without dead bolts and cyllndricalloeksets hav-
ing up to 1" throw.

For wood applications, order EN950W

o

10
STANDARDS

.IUL LISTED ·10C (Class A, 3 hour, Single
Swing Door)
• UL LISTED -1034 Burglary Resistant Locking
Mechanism for Indoor or Ouldoor Use
• BMHA-156.312001, Grade 1

FEATURES

• FACEPLATE -1-3/8" x 9"
• CONFORMS TO fOlGER ADAM 310-2 ICUTOUT
• ALL STAINLESS STEEL CONSTRUCTION
'. DURABILITY - 1,000,000 Life cycles
• HOLDING FORCE· 2000 Ibs.
• FIELD ADJUSTABLE· FAIL SECURE OR FAIL SAFE
FOR DC UNITS
• FIELD SELECTABLE - left or Right Handed
• CAVITY DEPTH -7/8", CAVITY lENGTH
1-1/2", CAVITY WIDTH - 3/4'
• LB INDICATOR SWITCH AVAilABLE
ELECTRICAL CHARACTERISTIC CHART

FAIL SECURE(llntermittent Duty) NORMALLY LOCKED
VOLTAGE CURR~NT OHMS SOUND WIRE

AMPS COLOR

12VAC /0 45 Buu 5Iuell).DrangeMMe(1)

24VAC 37 18.0 Buzz BI"e(l) BlackiW~ne(ll

12VDC 28 430 Srlent O"noeMhltel21

24VDC 15 1640 Silent B1,eloWhIle(2)

1" Throw based on 1/8" door gap.
ifREN950 US32D 325.00
iREN950 US3;US4;US10B;US26 350.00
iREN950W US32D 325.00
TREN950W US3;US4;US10B;U526 350.00

EN-960 ®
APPLICA TlON
For use in new or replacement installation in wood or
metal [arnbs, Use with mortise exit devices, mortise
locks without deadbolts and cylindrical locksets hav-
ing up to 1" throw.

For wood applications, order IEN960W.

STANDARDS

• UL lUSTED ·1DC (Class A, a-hour, Single
Swing Doors)
.'UL LISTED -1034 Burglary Resistant locking
Mechanism for Indoor or Outdoor Use
·IBMHA - 156.31 2001, Grade 1

FEATURES

·IFACEPLATE -1-3/8" x 9"
• CONFORMS TO !FOLGERADAM 310·2 3/4 CUTOUT
• ALL STAINLESS STEEL CONSTRUCTION
• DURABILITY - ~,000,000 lIife cycles
• HOLDING FORCE - 2000 Ibs.
• FIELD ADJUSTABLE· FAIL SECURE tOR FAIL SAFE
FOR DC UNITS
• FIELD SELECTABLE - Left or Right Handed
• CAVITY DEPTH -7/8", CAVITY I.'ENGTH
1-1/2", CAVITY WIDTH - 3/4"
• LB INDlCATOR SWITCH AVAILABLE
ELECTRICAL CHARACTERISTIC CHART

FAIL SECURE(lntermittentDuly) NORMALLY LOCKED
'YOLTAGE CURRENT IOHMS SOUND WIRE

AMPS COLOR

12VAC .70 ~ 5 IBuu 51uo(1 J.OrangeJWhite( t)

24VAC .,7 18.0 Buzz Bt"'ll). BI.d;lWMell)

12VDC .28 43.0 suent OrangeJWhI10(2)

~~VOC .15 164.0 Sileot BlacloWhile(2)

1"' Throw based on 1/8" door gap.
TREN960 US32D 350.00
TREN960 US3;US4;US10B;US26 380.00
TREN960W US32D 350.00
TREN960W US3;US4;US10B;US26 380.00

APPLICATION
For use lin new or replacement installation in metal
jambs. Designedto be used With mortise lockswith up
t01"throw withllultheneed of relocating the centerline.
Specify handing.

STANDARDS

• UL USTED ·'1DC fire rated(Class A, 3'hour, Single
Swing Doors)
• ULUSTED -1034 Burglary Resistant Locking
Mechanism ,for Indoor or Outdoor Use
• BMHA . 156.31 2001, Grade 1

FEATURES

• FACEPLATE -4"7/8" x H/4"
• ALL STAINLESS 'STEEL CONSTRUCTION
• DURABILITY - 1,000,000 Life cycles
• HOLDING FORCE - 2000 lbs.
• CAVITY DEPTH - 7/8", CAVITY LENGTH
1-1/2', CAVITY WiDTH -1"
- 'CAVITY CENTERLINE OFFSET 1"
• [HANDED - SPECIFY llH OR RH
-ILB INDICATOR SWITCH AVAILABLE

ELECTRICAL CHARACTERISTIC CHART

FAIL SECURE(lntermittent Duty) NORMALL Y LOCKED

VOLTAG~ CURRENT IOHMS SOUND WIRE
AMPS COLOR

12VAC 70 45 BUll 81""11) OrangeJWhlle(l 1

24VAC 37 18.D Buzz '81ue11l B~tloWnile(l)

12VDC 28 430 Sllenl IOrangeJWhl18!21

24VDC 15 164.D Silent IBI'cloW~ 11'121

1" Th row based on 1/8" door gap.
Add "RS" for Fail Safe Action on DCmodels.
TREN430 US32D 345.00
TAEN430 US3;US4;US10B;US26 375.00
TREN430RS US32D 375.00
TREN430RS US3;US4;US10B;US26 405.00

617
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ACCESS

• [ELECTRIC STRIKES

EN~435®
APPLlCATJ:...O"'N--------
For use in new or replacement installation in metal
jambs. Designed to be used with mortise locks with up
to 1"throw without the need of relocating the centerl i ne.
spedtv handing.

STANDARDS

• UL LISTED -10C (Class A, '3-hour, Single
Swing Doors)
• UL LISTED -1034 Burglary Resistant Locking
Mechanism for Indoor or Outdoor Use
• BMHA • A 156.31 2001, Grade 1

FEATURES

• FACEPLATE -4-7/S" x H/4"
• ALL STAINLESS STEEL CONSTRUCTION
• DURABILITY - 1,1000,000 Ute cycles
• HOLDING FORCE - 2000 Ibs.
• CAVITY DEPTH -7/S', CAVITY !LENGTH
1-1/2", CAVITY WIDTH - 1"
• CAVITY CENTERLINE OFFSET 3/4"
• HANDED - SPECIFY LH OR RH
• LB SWITCH AVAILABLE

fLECTRICAL CHARACTERISTIC CHART

FAIL SECURE\I nte rmittent Duty) NOR MA LLY LOCKED

VOLTAGE CURREKT OHMS SOUNO

AMPS
WIRE
COLOR

12VAG 70 4 5 BUll

24VAC .37 lB.O B",
12VDG .28 430 Silsnl

24VOC 15 164.0 SII,nl

l' Th row based 0 n 1/8" doo r gap.
Add'RS' for Fail Sale Action on DC models.
TR£ N435 IUS320 345.00
TREN435 ruS3:US4,US10B:US26 375.00
TREtl435RS IUS320 375.00
TREN435RS US3:US4;US10B;US26 405.00

BI"e{11.0rangeiWMoll )
BI,,(1), BI"klWh'eI1)
OtangeiWh,1012)

BlacklWhrt,m

618

001
APPLtCATlON
For use in new or replacement installations in wood
and melal jambs, For use with locksets having up to
1/2" throw.

FEATURES

• FACEPLATE '-'5-7/S" x 11/4"
'SCRATCHAND CORROSION RESISTANTIFACEPLATE
-DURABILITY· 500,000 Ute Cycles
-IHOLDING FORCE - 1000 Ilbs.
• NARROW STYLE· Faceplate 1-1/4" Wide
• SOLID CAST LATCH - Chrome Plated
• CAVITY DEPTH - 1/2", CAVITY LENGTH
H/2", CAVITY WIDTH - 9/16'
• MORTISE BACKSET· 1-9/16"
- HEAVY DUTY LATCH 'SPRING
• NON"HANDED OPERAT!ON
,. FAIL SECURE (Standard) Unlocks with Power

ELECTRICAL CHARACTERISTIC CHART

FAIL SECURE (I nter mitten t Duty) NORMAL.!LY LOCKED
VOJTAGE ICURRENT OHMS SOUN D WIRE

AMPS COLOR
8·16VAG/4-5VDC 1.H.7 1 4 Bm Blac~(21
12VDC 40 30 Silent WMo(ll. Red,j)

24VAC 1 4 4 7 BUll Red(2)

24VDC .19 125 S,lenl Wh",(l), BI"kll)
fAIL SAFE {Reverse Action) INORMALL Y
UNLOCKED(001RS) _
VOL TAG£ CURRENT OHMS

AMPS
SOUND

30 S,I.nl
12, S,I,"

Brass Powd er Coal
Salin Chrome
Brass Powder Coat
Satin Chrome

Whllell).'Rea{l)
Whllell). BI,c'll)

43.'00
49.50
63.00
69.50

12VOC
24VOG
iROO!
TROOiC
TR001RS
TR001CRS

.40

19

1001~2
APPLICATION
For use in new.or replacement installations in wood
and metal jambs. For use with locksets having up to
1/2" throw,

FEATURES

• STEEL FACEPLATE -5-7/S' x 1-114"
• CORROSION RESISTANT FACEPLATE & LATCH
• DURABILITY - 500,000 Lite Cycles
• RELEASES UNDER PRESSURE IFRoM THE DOOR
• HOLDING FORCE - 1000 lbs.
• NARROW STYLE - 'Faceplatp. H/4" Wide
• HEAVY DUTY ARMATURE & ILATCH SPRING
• SOLID CASTlATCH - Chrome [Plated
• SCREW TERMINALS FOR QUICK CONNECTION
- CAVITY DEPTH - '9116", CAVITY LENGTH
HU16', CAVITY WrOTH - 9/16'
• MORTISE BACKSET· H/2"
• NON-HANDED OPERATION
• FAIL SECURE (Standard) Unlocks with IPower

ELECTRICAL ,cHARACTERISTIC CHART

FAIL SECURE(lntermittent Duty) NORMALLY J DCKED
VOLTAGE CURRENT OHMS SOUND WIRE

AMPS COLOR
i4·24VAC
14·24VDC
612VAC
6·12VDC

27· 48 37 Buzz BI,ekI2)
38· 61 37 51I,ot Wh~ell) Red!1)
495·109 52 Suu R.dI2)
650·1 24 5 2 S,lenl Wh'tell). BI.ckll)

TR100H8
TR1001-2:C

Brass Powder Coat
Satin en rome

57.00
63.00
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• ElECTRIC STRIKE

2001
APPLICATIONAPPLICATION

For use in new or replacement installations in wood
and metal jambs. For use with locksels having up to
5/8" throw.

FEATURES

• FACEPLATE -5-7/8' x 1-1/4"
• 1/8" HORIZONTAL LATCH ADJUSTMENT
• CORROSION RESISTANT FACEPLATE, LATCH &
MECHANISM
• DURABILITY - :500,000 !Life cycles
• RELEASES UNDER PRESSURE FROM THE DOOR
• HOLDING FORCE - 900 Ibs.
• NARROW STYLE - Faceplate H/4' Wide
• HEAVY DUTY ARMATURE & LATCH SPRING
• SOUD CAST LATCH - Chrome Plated
• SCREW TERMINALS FOR QUICK CONNECTION
• CAVITY DEPTH - 9/16", CAVITY LENGTH
1-11/16', CAVITY WIDTH - 5/8'
• MORTISE BACKSET -1-9/16"
• NDN-HANDED OPERATION
• FAIL SECURE (Standard) Unlocks with Power

ELECTRICAL CHARACTERISTIC CHART

FAIL SECUREjintermi tlen t DuM IN0RMALLY WCKE D
VOLTAGE CURRENT OHMS DUlY SOUND

~MPS

6·14VAC .44·1.1 85 Int. IBuzz
6·14VDC .70·1.6 8.5 Int Silenl

16-24VAC 22 .33 50 Int. Buzz

16·24VDC 32·.47 50 1"1. Silenl

12 DC .200 50 Cont Silent

24 DC 110 220 Con!. Sil,nl

518' Throw based on 1/8' door glp.

TR2DD1
lR2001C

Brass IPowder Coat
Polished [Chrome

77.00
83_00

,619

002 1002-2
APPLICA nON
FOr"liSein new or replacement mstallatlons in wo_od
and metal jambs. Auxiliary lever ramps for use With
locksets which 'contain dead lockin!llevers. [For use
with locksets having up to 1/2" throw.

For use in new or replacement installations in wO_D11
and metal jambs. Auxiliary lever ramps for use With
loeksets which enntain dead locking levers, For use
with locksets having IUPto 5/8" throw.

'Ci

FEATURES FEATURES

• FACEPLATE -7-15/16" x 1-7/16"
• AUXILIARY RAMP' 2-7/8" - For locksets with auxil-
liary dead locking levers
• DURABILITY· 500,000 Life cycles
• HOLDING FORCE -1000 Ibs.
• NARROW STYLE - Faceplate H/4J Wide
• CAVITY DEPTH -1/2", CAVITY LENGTH
1-112", CAVITY WIDTH - 9/16"
• MORTISE BACKSET -1-9/16'
• HEAVY DUTY LATCH SPRING
• NON-HANDED OPERATION
• FAIL SECURE (Standard) Unlocks with Power

• FACEPLATE -7-15/16" x 1-7/16"'
• AUXILIARY RAMP - 2-7/8" - For locksets with auxil-
iary dead locking levers
• DURABILITY - 500,000 Life cycles
• RELEASES UNDER DOOR PRELOAD
·HOLDING FORCE - 1000 Ibs.
• SOLID CAST LATCH - Chrome Plated
• CAVITY DEPTH -9/16", CAVITY !LENGTH
1-11/16" CAVITY WIDTH - 9/16"
• SCREW TERMINALS - For Quick Connection
• MORTISE BACKSET - 1-1/2"
• HEAVY DUTY LATCH SPRING
• NON-HANDED OPERATION
• FAIL SECURE (Standard) Unlocks with Power

ELECTRICAL CHARACTERISTIC CHART

ELECTRICAL ,CHARACTERISTIC CHART

FAIL SECUREilntermittent Duty) NORMALL YrLOCKED
VOLTAGE CURRENT OHMS SOUND WIRE

AMPS COLOR FAIL SECURE(lntermittent Duty) NORMALLY LOCKED
VOLTAGE CURRENT OijMS SOUND WIRE

AMPS COLOR
14-24V-AC-----27-- 48 37 BOll Blackl2)

14·24VDC 38·61 37 Sftenl Whftell). Reap)
6'12VAC 495-109 52 Buzz Redl2)

6-12VDG 650·124 52 Sllenl Wl1<e(I), B[,.k(1)

51S" ThrGW based on 1/8' door gap.

8-16VACI4-6VDC 13·2.7 14 Buzz B(ack(2)

12VDC AO 30 Silent White(I). Red(l)
24VAC 14 47 BUll Redl2)

24VDC .19 125 Silent Whtle(i), Black(l)

FAIL SAFE (Reverse Action) NORMALLY
UNLOCKED(002RS) Add RS to item number
VOLTAGE CURRENT OHMS SOUND WIRE

AMPS ,COLOR

12VDC

24VDC

TA002
TR002DB
TR002RS

AD 30 SHen1 Whitelll. Red (II
.19 125 Silent Wotle(11.81,ekI1l

Alum. Powder Coat 72.00
Dark Bronze Powder Coat 78.00
Alum. Powder Coat 92.00

AluminumPowder Coat 82.00
Dark Bronze PowderrCoat aa.oo

TR1002-2
TR1002-2DB
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2002
APPLICATIONAPPLICATION

For use In new or replacement alumInum or holfow
metal jam b instaliati 0ns. AuxiJi ary Iever ramps for use
with locksats which contain dead Ilocking levers, For
use with locksets having IUPto 5/8" throw.

t

FEATURES

• FACEPLATE -7-15/16' x 1-7/16"
• AUXILIARY RAMP - 2-718' - For locksets with auxil-
iary dead locking levers
·1/B" HORIZONTAL LATCH ADJUSTMENT
• REMOVEABLIE LATCH GUARD
• DURABIUITY - :500,000 !Life cycles
• HOLDING FORCE - 900 lbs.
• SOLID CAST LATCH - Chrome Plated
- CAVITY DEPTH - 9/16", CAVITY LENGTH
1-W16', CAVITY WIDTH - 5/B"
• REUEASES UNDER DOOR PRE-LOAD
• MORTISE BACKSET - 1-9/16"
• NON-HANDED OPERATION
5/8" Throw is bases on 1IB" door gap.
ELECTRICAL CHARACTERlSnc CHART
fAIL SECURE NORMALLy LOCKED
VOLTAGE CURRENT OHMS DUTY SOUND

AMPS

6-14VAC .44·11 8.5 Inl Buzz

6-14VDC 70-1.5 85 tru Sile.1

16-24VAC 21· 33 50 Inl Buzz

IS-24VDG 32-.47 50 Inl Silent

12 DC 200 60 Con! S,len!

24 QC 110 220 cent Silent

FAIL SAFE (Reverse Action) NORMALLY
UN10CKED(2002RS) Add RS to item number
VOLTAGE CURRENT OHMS DUTY SOUNO

AMPS

12 DC

24 DC

TR21102
TR2002DB
TR2002RS
TR2002DBRS

200 60 Coni Silent
110 220 Coni Silenl

Alum. Powder Goat 93.00
IDark Bronze Powder Coal 99.00
Alum. Powder Coat 113.00
'Dark Bronze Powder Coal 119,00

2002WR
APPLICATION
For use In new or rePlacemenf aluminum or hollow
metal jamb installations. Auxiliary leverramps for use
wilh tneksets which contain dead locking levers, For
use with locksets having up to 5/8" throw.

<r ~ Fits Adams
Rite, Rotu and
Rutherford
Cutouts.

003

FEATURES

For suriace mount installations on wood or rnetat
jambs lor inswinglng applications. For use with locksets
or nightlatches having up to 1/2"lhrow. When mounted
on a pair of doors, strike is mountedtothe inactive leaf.

FEATURES

• STEEL FACEPLATE -7-15/16" x 1-7/16"
• AUXILIARY RAMp· 2-3/8" - For locksets with auxil-
iary dead locking levers
• 1/B' HORIZONTAL LATCH ADJUSTMENT
• REMOVEABLE LATCH GUARD
• DURABILlTY- 500,000 Uife cycles
• HOLDING FORCE - 900 Ibs.
• :SOLID CAST LATCH - Chrome Plated
-CAVITY DEPTH· 9/16", CAVITY LENGTH
1-11/16', CAVITY WIDTH - 5/8"
-IRELEASES UNDER DOOR PHE·LOAD
• MORTISE BACKSET - ~-9/16"
- NON-HANDED OPERATION
5/8" Throw is based on 1/8" door gap
ELECtRICAL CHARACTERISTIC CHART
fAIL SftoRf NORMAllY LOCKED
VOLTABE CURRENT OHMS DUTY SOUND

AMPS

614VAG 44·11 S 5 Inl Buzz

6-14VDC .70·16 85 Inl Sllen!

16·24VAG 2233 50 Int. Buu

16·24VOC 32-.47 50 Int Silent

12 DC 200 60 Cont. Silent

24 DC .110 220 ConI. S,lenl

FAIL SAFE (Reverse Action) NO RMALLY
UNLOCKEDI.2002RS) Add AS 10 item number
~OLTAGE IGU~RENT OHMS DUTY SOUND

AMPS

12 DC 200 60 Cont S,lont

24 DC 110 220 Coni Silent

TR2002WR Alum. IPowder Coal 911.00
ifR21102WRDB Dark Bronze Powder Coat ~02.00
iJ"R2002WRRS Alum. Powder Coat ~111,00
1R2002WRDRRS Dark Bronze Powder Coat 122.00

• FACEPLATE -4-11/16" x 1-1/4'
• CORROSION RESISTANT - Plastic Molded Gover
• DUAABILIITY - 500,000 Li1e cycles
- HOLDING FORCE - 1000 Ibs.
• NARROW STYLE - Faceplate 1-1/4" Wide
• SOLID CAST LATCH - Chrome Plated
• CAVITY DEPTH - 1/2", CAVITY iLENGTH
1-1/2", CAVITY WIDTH - 9/16"
• HEAVY DUTY LATCH SPRING
• NON-HANDED IOPERATION
• FAIL SECURE (Standard) Unlocks with Power

ELECTRICAL CHARACTERISTIC ICHART

FAIL SECURE':I ntermittent Duty} NORMALLY LOCKED
vmTAGE GURRENT OHMS SOUND WIRE

AMPS GOLOR

8-16VACI4-6VDC 13' 2 7 1 4 BUll Black(2)

12VDC 40 30 S,lsnl While{I). Reo:Ill)

24VAC 14 47 B"" Red(2)

24VOC 19 125 Silent W~i1.(I). Black(l)

FAIL SAFE (Reverse Action) NORMALLY
UNLOCKED(I001 RS} Add RS to item number
vOnAGf CU~RENT OHMS SOUND WIRE

AMPS COLOR

1~VDC 40 30 Silent W~lteI11. Red(l)

24VDC 19 125 Sil8nl WhoIe(11. Black{l)

Gray Molded Cover
Gray Molded Cover

78.50
98.50

TR003
TR003RS
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004
APPLICATION
For use in new or replacement installations In wood
lambs. Use with locksels with individual deadbolls.
Deadbolts cannot be released electrically. For use with
locksets having up to ~/2" throw.

,

I
i

...~

FEATURES

• FACEPLATE -6-1/4" x 1 3/8"
·SCRATCH AND CORROSION RESISTANT FACEPLATE
• DURABILITY - 500,000 Life cycles
• HOLDING FORCE· 1000 Its.
• SOLID CAST ILATCH -Chrome P,lated
• CAVITY DEPTH - 1/2". CAVITY LENGTH
1-1/2". CAVITY WIDTH - 9/16"
• MORTISE BACKSET - 2J3/4"
• DEADBOL T KNOCKOUTS TOP & BOTTOM -
1-11/16" x 9/16"
• NON-HANDED OPERATION
• FAIL SECURE (Standard) Unlocks with Power

ELECTRICAL CHARACTERISTIC CHART

FAIL SECURE(lntermlttent Duty) NORMALLY LOCKED
VOLTAGE CURRENT OHMS SOUND WIRE

AMPS COLOR

8'16VACI4'6VDC 1 3 ? 7 1 4 BUll Black(2)
12VDC 40 30 S,leol White(l). Re~111
24VAC 1 4 47 BUll R,d121
24VDC 19 125 S,lenl Who.111 BI,,«I)
FAIL SAFE (Reverse Action) NORMALLY
UNl OCKED\004RS) Add 'AS 10 item number
VOLTAGE CURRENT OHMS SOUND WIRE

AMPS COLOR

12VOC 40 300 Silenl Whlle(1). Redl!)
24VDC 19 1250 Sllenl Whlle(1).61,ckI1)

TROM
TR004RS

Brass Powder Coat
Brass Powde r Coal

82.'00
1112.00

S005005
APPL""C'"A:;>'rTlO7'l"lNrr-------- APPLICA TlON
For use in replacement installations in wood jambs and
iron gates. Use with bored cylindrlcallocksets. For use
with locksets having up to 1/2" throw.

For use in replaeernsntmstallatlons in wood jambs and
iron gates. Use with bored cylindricallocksets, For USB
with locksets having up to 5/8" lhrow.

FEATURES FEATURES

• FACEPLATE -1-3/8' x .3-1/2"
·SCRATCH AND CORRDSI ONRES1STANTFACEPLATE
• DURABILITY - 500,000 Life cycles
• HOLDING iFORCE- 1 DOD Ibs.
• SOLID CAST LATCH - Chrome IPlated
• CAVITY DEPTH - 1/2", CAVITY ILENGTH
1-1/2". CAVITY WiDTH - 9/16"
• MORTISE BACKSET - 2-3/4"
• HEAVY DUTY LATCH SPRING
• NON-HANDED IQPERATION
• FAIL SECURE (Standard) Unlocks with Power
• ONE· PIECE RELEASE MECHANISM - I(U.S. Patent
#4.984.<835)

ELECTRICAL CHARACTERISTIC CHART

• FACEPLATE -1-3/8" x 31/2"
• SCRATCH AND CORROSION RESISTANTFACEPLATE
• DURABILITY - 500,000 Life cycles
• HOLDING FORCE· 1000 Its.
• SOLID CAST LATCH - Chrome Plated
• CAVITY DEPTH - 5/8", CAVITY LENGTH
1-1/2", CAVITY WIDTH - 23/32"
• MORTISE BACKSET - 2·7/8"
• HEAVY DUTY LATCH SPRING
• NON·HANDED OPERATION
• FAIL SECURE (Standard) Unlocks with Power
• ONE-PIECE RELEASE MECHANISM· (U.S. Patent
#4,984,835)

ELfCTRICAL CHARACTERISTIC CHART

FAIL SECURE(I ntermittent Duty) NORMAL LYLOCKED
VOLTAGE CURRFNT OHMS SOUND 'WIRE

AMPS COLOR

FAIL ~ECUREU ntermittent Duty) NORMALLY LOCKED
VOLTAGE CURRENT OHMS SOUND WIRE

AMPS COLOR
8·16VACI4·6VDC 13?7 14 Buzr BI,ck121
12VOC 40 30 S,I.nl Whnel1) Reo(l)
24VAC 1 4 4.7 Buzz IRooI2)
24VDC .19 125 Silent White(I). Blackll)
FAIL SAFE (Reverse Action) NO RMALL Y
UNl!OCKED(005RS} Add RS to ilem number

8·16VAC/4-6VDC 13·27 14 IBUll IBloo«2)
l?VDG .40 30 Silent W~rte(1). Red(1)
24VAC 14 47 ,B~" R.d(2)
24VDC 19 125 Sil.nl Whlle(!). Black(1)
FAIL SAFE (Reverse Action) NORMALLY
Q1:LL.DCKED(S005RS) Add IRS to Jtem number
VOLTAGE CURRENT OHMS SOUND WIRE

AMPS COLOR

VOLTAGE CURRENT OHMS SOUND WIRE

AMPS ~COlOA

12VDC

24VOC

TR005
TR005C
TR005RS
TR005CRS

40 30 Silent Whit'I1 I. Re<I(1)
19 125 Silent WhkeI1). BI"k(1)

Brass IPowder Coat 53,00
Satin Chrome 59.00
Brass Powder Coat 73.00
Satin Ch rome 79.00

12VDC
24VDC
TRS005
TRS005C
TAS005AS
TRS005CHS

40 30 Silent WMe111. Reol11
19 l25 srem W~lle(1). Blacklll

Brass Powde r Coat 64.00
Salin Chrome i70.00
Brass Powder Coat 84.00
Satin Chrome 90.00

ENCYCLOPEDIA OF LOCKSMITH SUPPLIES
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006
APPLICATION
For surface mount installations on metal or wood
jambs, 10r rnswinging applications. Use with locksets
orntohtlatches having up to 1/2" throw. When mounted
on a pairof doors, strike is mountedtothe inactive leaf.

FEATURES

• FACEPLATE -1-3/16" x 2·118"
• SURFACE MOUNTED
• DIE CAST HOUSING
• DURABILITY - 300.000 Ufe cycles
• HOLDING FORCE - 1000 Ibs.
• SOLID eAST LATCH - Chrome Plated
• CAVITY DEPTH - 112", CAVITY LENGTH
1-3/8', CAVITY WIDTH -1/2"
• HEAVY DUTY LATCH SPRING
• NON-HANDED OPERATION
• FAIL SECURE (Standard) Unlocks with Power
• ONE-PIECE RELEASE MECHANISM - (U.S. Patent
#4,984,835)

ELECTRICAL CHARACTERISTIC CHART

FAIL SECURE(I ntermittentDuty} NoRMAUL ¥LOCKED
VOLTAGE CURRENT OHMS SOUNO WIRE

AMPS GOLOR

8·16VAC/4-6VDC 1.3-2.7 14 BUll Black(2)

12VOC 40 30 Silon1 Wn"e(1). Redl1)

24VAC 1 4 4 7 Buzz Red(2)

24VDC 19 125 Silent wnn.(o. Blackl1)

FAIL SAFE (Reverse Acti on) iNORMALL Y
UNLrDCKEDW06RS) Add RS to litem number
'VOLTAGE CURRENT OHMS SOUND WIRE

AMPS COLOR

12VDC ,40 30 S,Ie.L Who.(l), Re<i(1)

24VDC 19 125 SilenL Wh~e(1'IBlack(O

TR006
TR006RS

Brass Powder <Coat
Brass Powder Coat

115.00
105.00

007
APPL'-;c/C=:A=TJ=ON-:-:--------
For use in new or replacement installations lin wood
jambs, For use with locksets having up to 1/2" throw.

FEATURES

• FACEPLATE -1-1/4" x 4-7/8'
• SCRATCH AND CORROSION RESISTANT FACEPLATE
• DURABILITY - 500,000 Life cycles
• HOLDING FORCE -1000 Ibs.
• SOLID CAST LATCH - Chrome Plated
• CAVITY DEPTH· 5/8", CAVITY LENGTH
H/2" CAVITY WIDTH· 3/4"
• MOFIrISE BACKSET· 2·7/8"
• HEAVY DUTY LATCH SP.RING
• NON-HANDED OPERATION
• FAIL SECURE (Standard) Unlocks With Power
• ONE-PIECE RELEASE MECHANISM - (U.S. Patent
#4,984.835)

ELECTRICAL ,CHARACTERISTIC CHART
FAIL SfCORf(lfltemiittentDufYlNORMALLV LOCKED
VOLTAGE CURRENT OHMS SOUND WIRE

AMPS COLOR

8·16VAC/4·6VDC 13·2.7 148m Black(2)

12VDC 40 3D SilenL Whrte(1), Red(1)

24VAC 1.4 47 Buzz Rell(2)

24VDC 19 125 Silent White(1). Blackl!)

FAIL SAFE (Reverse Action) NORMALLY
UNLOCKED(007RS) Add RS to item number
VOLTAGE CURRENT OHMS ,SOUND WIRE

AMPS COLOR

12VOC 40 30 Silent Wh~e(1). Roo(1)

24VDC 19 125 Silent White(t). Black(1)

TR007
TR007G
TR007RS
TR007CRS

Brass Powder Coat
Salin IChrome
Brass Powder Coat
Satin IChrome

90.00
96.00

110.00
116.00

2007
APPLlCA 7 N
For use in new or replacement installations in metal
frames, Fits a standard 4 7/8" ANSI prep with minimal
jamb modifications. For use with locksets having upto
1/2" throw.

FEATURES

• FACEPLATE -H/4" x 4-7/8"
·1/8" HORIZONTAL LATCH ADJUSTMENT
• DURABILITY - 500,000 Life cycles
• HoUDING FORCE - 900 Ibs.
• SOLID CAST LATCH - Chrome Plated
• CAVITY DEPTH - 9/16", CAVITY !LENGTH
1·9/16', CAVITY WIDTH - 5/8"
• MORTISE BACKSET . 1·3/8"
• RELEASES UNDER DOOR PHE-LQAD
• NON-HANDED OPERATION

ELECTRICAL CHARACTERISTIC CHART

FAIL SECURE NORMALLY ILOCKED
VOLTAGE CURREloiT OHMS DUTY SOUND

AMPS

6-14VAC 44·~ 1 B 5 lnt BUll

6-14VDC 70-1.6 8.5 lnt Silent

16 24VAC 22- 33 50 InL Btl"
16-24VDC 32· 47 50 1111 S.~nl

12 DC 200 60 Coni Silent

24 DC no 220 Cont. Silent

FAIL SAFE (Reverse Action ) NORMALLY
UNLOCKED\2007RSj Add RS to item number
VOLTA~E CURREKT OHMS DUTY SOUND

AMPS

Silent12 DC 2D0 50
24 DC 110 220

51S· Throw based on liS' door gap_

TR2007 8 rass Powde r Doat
TR2007C Satin Chrome
TR2001RS Brass Powder Coat
TR2007CRS Salin Chrome

Coni

ConL Silent

96.00
102.00
116.00
122.00
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2009
APPLJCAnoN
For use in new or replacement installations in metal
frames. Centerline ot the latch is 3/8"' [below ANSI
centerline for ollset application. Fits a standard 4-7/8"
ANSI prep with minimal jamb modifications. IFor use
with locksets having up to 5/8" throw.

o
FEATURES

• STEEL FACEPLATE -1-1/4" x 4-7/8"
·1/8" HORIZONTAL lATCH ADJUSTMENT
• 0 URABILITY - :500,'000 l.ife cycles
- HOLDING FORCE - 900 Ibs.
• SOLID CAST LATCH - Chrome Plated
• CAVITY DEPTH - 9/16", 'CAVITY LENGTH
1-11/16", CAVITY WIDTH - 5/8'
• MORTISE BACKSET· 1-3/8"
• RELEASES IUNDER IDOOR PRE-LOAD
• NON-HANDED OPERATION

ELECTRICAL CHARACTERISTIC CHART

FAIL SECURE NORMALLY LOCKED
VOLTAGE CURRENT IOHMS DUTY SOUNO

AMPS

6-14VAG .44-1.1 85 Inl 60u
5-14VDC 70-1 " 65 Int Silent

16-24VAC 22- 33 50 In! Buzz
16·24VDC 3,· 47 50 InL Sllenl

12 DC .200 60 Coni Silent

a4 DC L10 220 coni Silenl

FAIL SAFE (Reverse Actton) !NORMALLY
rUNLOCKED(2009RS) Add RS to item number
~OLTAGE ICURRENT OHMS OUTY SOU~D

AMPS

12 DC 200 60 Coni Stlent
~4 DC t 10 2?O Coni Silent

il"R2009
TR2009C
TR2009RS
TR2009CRS

Brass Powder Coat
Bright Chrome
Brass Powder Coal
Brig ht IChrome

103.00
109.100
123_'nO
1?9.00

TR012 Brass Powder Coat 101.00 TRS012 Brass Powder Coat ~18_00
TR01:1RS Brass Powder Coat 131.00 TRS012C Satin Chrome 122.00
TR012C Sa,tin Chrome 103.00 TRS012RS Brass Powd er Coat 148_00
TR012CRS Satin Chrome 133.00 TRS012CRS Satin Chrome 152.00
TR012DB Dark Bronze Powder Coat 103.00
TR012DBRS Dark Bronze PowderCoat 133.00

U12
AP~L~/=CA=r;=70=N:---------
For use in new or replacement installations in metal
jambs. For use with locksets having up to 9j16"throw.

FEATURES

• FACEPLATE -1-1/4"' x 4-7/8"
-SCRATCH AND CORROSION RESISTANT FACEPLATE
• DURABILITY - 300,000 Ute cycles
• HOLDING FORCE - 1200 Ilbs.
• SOLID CAST LATCH· Chrome Plated
• CAVITY DEPTH - 9/16", CAVITY LENGTH
1-1/2", CAVITY WIDTH - 9/16"
• MORTISE BACKSET - 1-5/8"
• HEAVY DUTY LATCH 'SPRING
- SOL NOID ACTUATED - Push/Pull Linkage
(Patent #3,910,617)

ELECTRICAL CHARACTERISTIC CHART
FAIL SECORE(lntermlltentDlury) NORMALLY LOCKED
~OLTAGE CURRENT OHMS SOUND

AMPS

S012

10-16VAC 60· 90 10.0 Buzz

6-12VOC 50-10 10.0 SilenL

24VAC 42 470 8m

24VDC 20 L1S.0 Silent
FAIL SAFE (Reverse Action) !NORMALLY
UNLOCKED\012RS) Add RS to item number
VOLTAGE CURRENT OHMS SOUND

AMPS

24VDG 20 1190 Silent

APPLICATiON
For use in new or replacement installations in metal
jarros. IFor use with locksets 'having up to 5/8" throw.

FEATURES

• FACEPLATE -1-1/4" x 4-7/8"
·SCRATCHAND CORROSION RESISTANT FACEPLATE
• DURABILITY - 300,000 life cycles
• HOLDING FORCE· 1200 lbs.
• SOLID CAST !LATCH· Chrome Plated
• CAVfTY DEPTH - 5/8", CAVITY LENGTH
1-1/2", CAVITY WIDTH - 3/4"
• MORTISE BACKSET • 1-5/8'
• HEAVY DUTY LATCH SPRING
• SOLENOID ACTUATED - Push/Pull Linkage
(Patent #3,910,617)

ELECTRICAL CHARACTERISTIC CHART
FAIL sECURE (Irnlermlif~nt Duty) NORMALLY LOCKED
VOLTAGE CURRFNT IOHMS SOUND WIRE

AMPS COLOR

10 15VAC 50- 90 100 Buu BI"k121
6·12VOC 50-10 100 SII,nl Whitelil Rect{l)

24VAC 42 470 Buu Re~{2)

24VOC '20 1190 S,lenl WMell) Black(l)

FAIL SAFE (Reverse Action) NOR MALLY
IUNLOCKED(S012RS) Add RS,.!.ocatalog number
VOLTAGE CURRENT OHMS SOUND

AMPS

24VDC 20 119.0 Si~nt
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2012
APPLICATIONAPPLICA flON

For use in new or replacement, aluminum or hollow
metal lamb installations with locksets having up to
5/B" throw.

..
FEATURES

• STEEL IFACEPLATE -1-1/4" x 4-7/8"
• 1/8" HORIZONTAL LATCH ADJUSTMENT
'IDURABILITY - 500,000 Life cycles
• \HOLDING FORCE - 900 Ibs.
• SOUD CAST LATCH - Chrome Plated
• CAVITY DEPTH - 9/16', CAVITY LENGTH
1-11/16", CAVITY WIDTH - 5/8"
• MORTISE BACKSET - 1-1/2'I. RELEASES UNDER DOOR PRE-LOADI. NON-HANDED OPERATION
"CORROSION RESISTANT-FacePlate,Latch & Mecha-
nism
'5/8" Throw based 'On 1/6" door prep.
ELECTRICAL CHARACTERISTIC CHART

~IL SECURE NORMALLY l.:OCKED
VOLTAGE ,CURRENT O~MS DUTY SOUND

AMPS

6·14VAC 44 11 85 11;1 BUll
6·14VDC 70·113 8.5 Inl. SII,nl

16·24VAC .22·33 50 Int sozz
16·24VOC 32'.47 50 Inl Silenl

12 DC 100 60 Con\, Silent

~4 DC 110 220 ConI. Silent

FAIL SAFE (Reverse Action) NORMALLY
UNLOCKED(2012RS) Add RS to item number
VDLTAGE CURRENT OijMS OUT'( SOUND

AMPS

12 DC

?4 DC

TR2012
TR2012C
TR2012RS
TR2012CRS

200 60
110 220

Salin Brass
Bright Chrome
Satin Brass
Bright Chrome

Con!

ConI.
SlIenl

Silent

105.00
112.00
125,00
132.00

2678
APPLICA TloN
For use in new or replacement, aluminum or hollow
metal jamb installations. Auxiliary lever ramps lor use
with loeksets which contain dead locking levers. For
use with locksets Ihaving up to 5/8" throw.

Fits Adams
Rite, Rofu and
Rutherford
Cutouts .

FEATURES

• FACEPLATE -6-7/8" x 1-1/4"
• AUXILIARY RAMP - 3-318" -For locksets with auxil-
iary dead locking levers
• REMOVEABLE !lATCH GUARD
• DURABILITY - 500,000 Life cycles
• HOLDING FORCE - 900 Ibs.
• SOUD CAST iLATCH - Chrome Plated
• CAVITY DEPTH ·9/16'", CAVITY LENGTH
1-11/16", CAVITY WIDTH - 5/8"
• RELEASES IUNDER IDnOR PRELOAD
• MORTISE BACKSET -1-1/2'
• NON-HANDED OPERATION
• CORROSION RESISTANT
5/8" Throw is based Ion 1/S" door I
RtCrmCAL cHARACrER}St/C C NT
FAIL SECURE NORMALLy LOCRED
VOLTAGE CURRENT lOHMS DUTY SOUND

AMPS

6·14VAC 44·11 85 10[. Buzz

6·14VOC 7(} 16 8.5 Int 5il,,[

16·24VAC 22· 33 50 Int IBuzz
16·?4VDC 3l- 47 50 In! Silen[

12 DC 200 60 Cont Silent

24 DC t 10 220 Coni Silent
FAIL SAFE (Reverse Action) NORMALLY
UNl OCKED(267SRSI Add RS to item number
VOLTAGE CURRENT OHMS DUTY SOUNO

AMPS

12 DC 200 60 Cont Srl~ot

24 DC .110 220 Coni Srleol

1R2678
TR2678SB

Satin Aluminum
Salin Bronze

105.00
112.00

For use lin new or replacement installations in melal
jambs. For use with locksets having up to 5/B" throw.

FEATURES

• FACEPLATE -1·1/8" x 2-3/4'
·MINIATURE DESIGN -Smalles\Elec\ricStrike Avail"
able" Tucks into Hollow Metal Jambs and Partitions
·SCRATCHAND CORROSION RESISTANTFACEPLATE
• DIE CAST CASE
• SOLID CAST LATCH - Chrome Plated
• CAVITY DEPTH .1/2", CAVJlY LENGTH 1-1/8",
CAVITY WIDTH" 5/S"

• MORTISE BACKSET - 1-1/4'
• HF.AVY DUTY LATCH SPRING
• FAIL SECURE - (Standard Action) UnlockS With
Power
• NON-HANDED OPERATION

ELECTHICAL CHARACTERISTIC CHART
FAIL SECURE (I iltermltlientDuly) NORMALLy LOCRED
VOLTAGE CURRENT OHMS SOUNO WIRE

AMPS 'CDLOR

IO-16VAC
12VDC

24 AC

24 DC

82·144 5 B BUll 61,0'(2)

184 65 BUll 'Whitell) Radii)

895 14 [Sur. Re~I?!

100 240 Buu 'Whllelll 61,oklll

TR014
TR014C

Brass POwder Coa!
Salin Chrome

75.0D
81.00
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014W NEW DIGITAL CODED RECEIVERS AND MINI·TRANSMITTERS

iR018-2

APPLICA TlON
For use in new or replacement installations in wood
jambs. !'or use with locksets having up to 1/2" throw.

FEATURES

• FACEPLATE -1-1/B" x 5-7/8"
• SCRATCHAND CORROSION RES1STANTFACfPLATE
• DIE CAST CASE
• SOLID CAST LATCH - Chrome IPlated
• CAVITY DEPTH - 1/2", CAVITY [LENGTH
1-1/B", CAVITY WIDTH - 5/8"
• MORTISE rBACKSET - 1-114" Deep
• HEAVY DUTY LATCH SPRING
• FAIL SECURE - (Standard Action) Unlocks with
Power

ELECTRICAL CHARACTERISTIC CHART
FAIL s:f CURE (I nteTm liten tOufy::i')riNOmR;n;MTlA,rT'"[T"l[yTTL..,.,O,.."CKI71'E••••D
VOL TAG~ CURR~NT OHMS SOUND WIRE

AMPS 'COLOR
IO·16VAC

12 DC

24 AC

24 DC

.B~1J-1.44 6 B Buu Black(21

.184 165 suzz W'rte(11. Red(l)

.895 14 Buzz R,oI2)
100 240 Bun 'White(!). Black(1)

j

018-2 DIGITAL CODED IMINHRANSMITTER
• 6,561 secu rity codes available
• LED indicates operation
• Belt clip and key Iring
• A-23 Battery Included
• Operates at 315 Mhz
• [FCC& ICApproved

TR018-2 33. DO

017TED·2 DIGITAL CODED RECEIVER
• 100 foot rang e
• Built-in 5 30 second time delay
• One 5 amp Normally Open and Normally Closed

contacts rated at 12-30 volts AC(DC
• Superheterodyne low Radiant Receiver

TR017TDC-2 75.00

TROl7TDC-2 irROl7TDC-3

017TDC-3 DIGITAL CODED RECEIVER
• 300 foot range
• Built-in 5-30 second time delay
• Two 6 amp Normally Open and Normally Closed

contacts rated at 12-30 volts AC/DC
• Relays can be coupled to work simultaneously or

individually controlled by the 018-2's buttons
• Superheterodyne !Low Hadiant Receiver

TR017TDC-3 95.00

Not Backward Compatible
with 017TDCand 018-1

ClAMP-ON TYPE
• Equipped with convenient screw-bracket mounting
clamp for standard 1/2" knockouts

• 120 volt primary AC
• No. '525@@-
Ttl-volt; 8VAC-1DW, 16VAC-10W. 24VAC-20W

• No. 59B®6-
Tri-vett BVAC-2DW. 16VAC-30W, 24VAC-30W

• No. 59g®o-
24V-40W

LOW VOLTAGE TRANSFORMERS CLASS 2
No. 5201: ,24VAC-20W@
No. 5203: 16VAC-20W@
No. 5204: 12VAC-20W@
No. 5205: BVAC-10W, 16VAC-10W

24VAC-20W@
No. 5208: 12DC-121fl1@
No. 5209: 24DC-121fl1@

TR525
TR598
TR599

21.00
25.00
26.00

TR520i
TR5203
TR5204
TR5205
TR520B
TR5209

21.00
21.00
21.00
27.00
29.00
29.00

TA014W
TA014WC

Brass Powder Coat
Satin Chrome

77.00
83.00

ENCYCL01PlEDIA OF LOCKSMITH SUPPLIES
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-PUSH BUTTONS -ANNUNCIATOR

BUZZER

•••• .>-<.
• Enclosed 'buzzer
• 92db sound at 3 feet
• Operating range 3-'6VOC, 8-16VAC, 1 Amp [draw
• Bright chrome finish
• Includes mounting hardware

TR270

1200

BELL BELL

·2 1/2' open bell
• 100db sound at 3 feet
• Operating range 3-6VOC, 8-16VAC, U Amp draw
• Bright chrome finish
• Includes mounting hardware

·4" open bell
• 1OOdb'Sound at 3 reet
• Operating range 3-6VOC, ,B-16VAC, 1 Amp draw
• Bright chrome finish
• Includes mounting hardware

TR274

1600
TR272

'1300

PUSH BUTTON
Unlighted. 5/8" Diameter.

IDUAL PUSH BUTTON
Unlighted. 4 3/4' x 1 5/8'
5IPer pack

TR91 P I Polished Brass I 12.85

IPUSH BUTTON
11ighted. 5/B" Diameter,
5 per pack; 30 per carton.

••••••

RECTANGULAR PUSH BUrrON
Unlighted. 2 3/4" x 1"
Packed 10 per carte n.

I TR71A
TR71G

RECTANGULAR PUSH IBUTTON
!Lighted. 2 3/4' x 1".
IPacked 10 per carton.

640

VICTOR JR. SINGLE IROUND
PUSH BUTTON
Unlighted. 1 3/4" Diameter.
5 per pack, 30 per carton .

VICTOR SR. SINGLE ROUND
PUSH BUTTON
Unlighted. 21/4" DIameter.
5 per pack; 30 per carton.

TRJRP I Polished Brass I 5.15 II TRSAP I Polished Brass 15.35 I

ENTRANCE/EXIT SIGNAL KIT
• This 1,2 or 8 -note chime Ifings as

the door opens/closes.
• Battery operated with A23 battery

(included).
• Receiver plugs into 120 VAC out-

let.
• Transmitter mounting hardware

mcluded
• Adjustable volume [control. TR206-3
• lDurable white molded plastic. 4600

MOTION ALERT and
ANNUNCIATOR
Detects moving [objects by
reflected light. Two note
chime. Packed 3 per box.

TR206-22700
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WIRELESS ISTROBEAND DOOR CHIME EN-LB INFRARED SECURITY SENSOR

~

WIRELESS WINDOW/DOOR ALARM IKIT

I

J
An extraordinarily important new product for the
hearing impaired or for anyenvironment where noise
is a problem. The strobe chime "lets you see your
doorbell ring". It combines both SIght and sound to
create immediate awareness of a visitor's arrival. It is
~ompletely wireless, so set up is easy. Receivers plug
Into any outlet; pushbuttons are battery powered and
then surface mounted. The unit is portable, and can be
used with multiple push-buttons. Two points of call
can ne distinguished by using either an 8-note/flash
pushbutton (supplied) or the optional 2 note/flash
pushbutton, which is sold separately. Multiple receiv-
erscan be used asweI!. put one in each room oron each
floor as necessary.

234WB FEATURES
o Wireless
o Sound & Sight - 8-note Westminster or 2-note
Sound with Flashing Light

• Optional 2-Note #405lPushbutton
o Built-in AC Outlet - Accomodates Appliances
o Volume Control - Adjusts to Desired Intensity
o On/Off Switch
o Up to 100 It Operating Range
o A23 Battery Included

PRODUCT DATA
o 128 Selectable Channels - Avoids False Triggering
016 Foot-Candles Strobe Output
o Side Outlet Rated at 5 Amp/600 Watt
o 80dB at 3ft
·lPlugs into Standard Grounded 120 Volt Outlet
• iFCC-ICApproved. UL, CSA Recognized

TR234WB

7600

It is now possible to confirm the positive latching ot a
lock set in all ten Trine EN Series Heavy Duty Electric
Strikes. This new device utilizes a nonmechanical
Honeywell"l R sensor featuring a weather resi stant si nk
module. It is unaffected by ambient light and contains
four sensitivity settings that adjust to various latch bolt
configurations. The Security sensor EN option permits
rem~te monitoring of a door's secured condition by
confirming engagement of a lock set and the strike. It
continually monitors whether a latch bolt has been
retracted by transmitting a signal which can be imple-
mented in either an audio or visual notification system.

APPLICATIONS
• R emot·7::e~lce~n:f.rr':::ral-;;sr.;laT:'lio:::n~n;;-;:o:;:llfr.:lc::;'a""'tlo:-::n'------
- Local alarm rna nita ring
• Triggering video surveillance & recording system
- Active relay for trap door systems

TECHNICAL SPECIFICATIONS
·"'R"oneywe!l"'1Ii Opllcal Sensor
·4 Sensitivity Settings for Various Latch Bolt Configu-
rations
o NO & INCiRelay Contacts
• Single Pole. Double Throw, Form "C" Relay Rated at
~ Amp @ 12-24V AC/DC
• Module Power Source Rating of 12-24 VDC
• Current Consumption is 0.034 Amps @ 12VDC &
0.045 Amps @ 24VDC

FEATURES
·ModUle Is5ma" Enougftfo I uckAwaymwDuo.1rame
• Weather Resistant Heat Sink Module
• Sensor is Concealed Out of Sight
• Non··Mechanical
o Optional on 10 'Different EN Strikes
-lgnoresAmbient Light, Detecting Reflected IR Energy
from Latch Bolt
'0 Quick Disconnect Sensor Ribbon Cable from Module
for Simple Strike Servicing
• Color-Coded Wire Leads TREN-LB

6000
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Two piece entry alarm kit for securing windows and
doors. Every one of your customers will be a prospect
because it works so well and only takes a few moments
to install. Depend on Trine's 415 Alarm to providethe
high plercmp signal that will attract the attention you
want, when you want lit.

FEATURES
;USer can set ror CHFmeor 1D5dB Alarm Sound
o NIO Magn etic Contact Switch Activates Alarm
o Contacts Provided with Mouming Tape
• Wireless - No 'Wiring Required
• (3) L1154 Alkaline Batteries Included
• On/Ott Switch

TR215

950
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